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TENNA-ROTORS® IN GENERAL 

The Alliance Tenna-Rotor® consists of two units: the rotor 
unit, which mounts on the mast below the antenna, and the 
control box, which is placed on or about the TV receiver. 
These are interconnected by a four- or five-conductor cable. 

The theory of operation concerns two separate circuits. 
The first is the power circuit, which in all Tenna-Rotors® 
transmits the power that actuates the motor and rotates the 
antenna. The second is the indicator or signal circuit, which 
reports the rotor’s progress back to the control box. In the 
K-22, the signal circuit turns on the panel light when the 
rotor reaches the stop or end of rotation. In the T-10, T-12, 
T-20, and T-45, the signal circuit registers the antenna 
direction on the control box indicator. The signal circuit in 
the U-83, U-98, and U-100 actuates the escapement assem¬ 
blies, causing the rotor to turn to the desired position 
automatically. 

The Model C-225 is an automatic, transistorized unit 
using a unique patented Phase-sensing unit. The use of this 
bridge circuit results in extreme accuracy, quiet operation 
of control, and constant synchronization. 

Rotation is attained from a reversible, capacitor-type 24 
volt, AC motor and is limited by mechanical stops within 
the rotor housing. The U-83, U-98, and U-100 controls 
are protected by a thermostat within the rotor or control 
assembly. 

The Alliance Tenna-Rotor® Models K-22, T-12, and 
U-98 produced after June I, 1958, have been changed from 
a speed of 2 RPM to a speed of 1 RPM. 

This change makes possible better orientation for “color” 
and “black and white” television reception, improves 
torque, braking, and general overall performance. 

Kits are available to convert the T-10, U-83, K-22, T-12, 
and U-98 rotors manufactured before June 1, 1958, to 
1 RPM. 

INSTALLATION AND SERVICE HINTS . . . 

1. Make sure all terminal connections are properly made 
and all leads tinned and securely attached. Make sure no 
loose strands of wire are shorting between terminals or 
between terminals and case of the rotor or control. 



2. For antenna installations in windy areas, and for 
installations consisting of more than two bays, it is advisable 
to use the Alliance Thrust Bracket (Fig. 3). 

3. On Models U-83, K-22, U-98. U-100, and C-225, 
pointing the rear of the antenna toward the area containing 
the most stations will give minimum movement of the 
antenna to reach stations. 

4. On Models T-10, T-12, T-20, and T-45, the antenna 
must point north when rotor is in its complete clockwise or 
counter-clockwise stop position. Rotors are shipped with 



Fig. 2. Rotator Unit for Models T-45, C-225, and C-225A 
Showing Terminal Connections. 
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DIE CAST 
U-BOLT CLAMPS 

IMPORTANT 

DIE CAST U-BOLT 
CLAMPS MUST BE 
DIRECTLY ABOVE 
CASTING UPRIGHT 

1. PUT ANTENNA THRU 
ROTOR HOLLOW SHAFT 
UNTIL ENTIRE WEIGHT 
OF ANTENNA IS RESTING 
ON SEAT OF REVOLVING 


SUPPORT. 



2. TURN UPRIGHT CASTING 
UNTIL IT IS LINED UP 
WITH TENNA-ROTOR 
SHAFT AS SHOWN. 

3. CLAMP CENTER POST 
TO TENNA-ROTOR 
HOLLOW SHAFT. 

4. TIGHTEN BOTTOM 
U-BOLT CLAMP FIRST- 
TOP CLAMP SECOND S 
MIDDLE CLAMP LAST. 


Fig. 1. Rotator Unit for Models T-10, U-83, K-22, K-22A, 
T-12, U-98, T-20, and U-100 Showing Terminal Connections. 
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Fig. 3. Proper Installation Using Thrust Bracket. 
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the shaft turned to the stop position. If unit is bench 
checked or moved from one location to another, be sure to 
turn rotor to the stop position before installing, with 
antenna oriented NORTH. 

5. A section of wooden dowel inserted in the antenna 
masts where clamping brackets attach will make a much 
sturdier installation. 

6. In the event that guying is necessary, guying holes 
are provided in all models. 

CONNECTION OF CABLE ON 4 WIRE MODELS: 

The silver wire connects to terminal #3 at the rotor 
and control. 

The wire next to it connects to terminal #1 at rotor 
and control. 

Third wire connects to ternimal #2 at the rotor and 
control. 

Fourth wire connects to terminal #4 at the rotor and 
control. 

CONNECTION OF CABLE ON 5 WIRE MODELS: 

Silver wire connects to terminal # 1 at the rotor and 

control. 4 

The wire next to it connects to terminal #2 at the 

rotor and control. 

The third wire connects to terminal #3 at the rotor 
and control. 

The fourth wire connects to terminal #4 at the rotor 
and control. 

The fifth wire connects to terminal #5 at the rotor 
and control. 

INTERCHANGEABILITY OF ALLIANCE 
TENNA-ROTORS®: 

Model K-22 rotor or control is interchangeable with 
the ATR and F-4 models. 

The Model T-12 rotor or control is interchangeable 
with the DIR and T-10 models. 

The Model U-98 rotor or control is interchangeable 
with the HIR and U-83 models. 

UNITS WHICH ARE NOT INTERCHANGEABLE 
WITH ANY OTHER MODELS: 

The T-20 rotor and control must be used together. 
The U-100 rotor and control must be used together. 
The C-225 rotor and control must be used together. 
The T-45 rotor and control must be used together. 
The K-22 A rotor and control must be used together. 


WIRE CHARTS 



Fig. 4A. Rotor Lead Length Chart for All Models Except 
Model T-20. Maximum Resistance Allowable, 1.2 Ohms per 

Lead. 


IMPORTANT FOR PROPER PERFORMANCE DO NOT EXCEED THE MAXIMUM 
- IfNGTHS PER WIRE SIZE (AWG) ON CHART 



Note: Use cable with copper wire conductors only. DO NOT USE 


COPPER CLAD STEEL 


Fig. 4B. Rotor Lead Length Chart for Model T-20. Maximum 
Resistance Allowable, 1 Ohm Per Lead. 


IMPORTANT 


USE A GOOD GRADE OF COPPER ONLY. DO NOT USE COPPER CLAD 
STEEL WIRE. DO NOT EXCEED MAXIMUM LENGTHS PER CHART. 


AWG 

Ft/Ohm 

All Rotors Except T-20 
Maximum Length 
(Ft) 

T-20 

Maximum Length 
(Ft) 

18 

156.5 

190 

156 

*18 doubled 

313 

380 

313 

16 

249 

275 

225 

14 

396 

435 

350 

12 

629.6 

700 

565 

10 

1001 

1100 

900 

9 

1262 

1390 

1135 

8 

1592 

1750 

1430 


*Two Lengths of 4 or 5 Conductor Cable in Parallel. 

The Larger Gage Wire; i. e., 16 Gage or Larger Can Be Connected to Short 
Runs of #20 Gage Cable for Connection to Rotor and Control. 

Maximum Lengths Given Above Allcws for 10 1 of #20 for All Gages #16 or Larger. 


Fig. 5. Wire Chart for Extra Long Runs of Cable for All 
Models. For Proper Performance, the Allowable Total Resistance 
Per Load on All Models, Except the T-20 is 1.2 Ohms. On T-20 
Units, the Resistance is 1.0 Ohm. 


USE OFTWO (2) OR MORE ALLIANCETENNA-ROTOR 
CONTROLS WITH ONE (1) ROTOR 

Two or more controls can be used with one rotor on Models 
K-22, K-22A, T-10, T-12, T-20, and T-45. 


Procedure 

1. Connect one control to rotor per instructions received 
with the Alliance Tenna-Rotor, using No. 20 cable or larger 
Check chart on instruction sheet for runs of more than 125 
ft Do not exceed total length for size required. 

The K-22, K-22A, T-10, T-12, and T-20 Alliance Tenna- 
Rotors use four-conductor cable. The T-45 Tenna-Rotor 
uses five-conductor cable. 

2. Remove the motor capacitor from all additional con¬ 
trols to be used. nOQ A 

The K-22 and T-10 Tenna-Rotor controls have a 4098-A 


LdJpdUlUl • 

The T-12 Tenna-Rotor control has a 4098-B capacitor. 

The T-20 Tenna-Rotor control has an 8588-B capacitor. 

The T-45 and K-22A Tenna-Rotor controls have a 
18061-A capacitor. 

3. Connect all controls in Parallel to the first control; 
that is, connect terminal 1 of first control to terminal 1 of 
additional control or controls. Connect terminal 2 of first 
control to terminal 2 of additional control or controls, etc. 

Two controls CAN NOT be used with the Alliance Tenna- 
Rotors U-83, U-98, U-100, C-225, or C-225A. 
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GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model T-10 is actuated by 
depressing the right or left end of the bar switch located on 
top of the control box. Depressing the right end rotates the 
antenna clockwise and depressing the left end rotates the 
antenna counterclockwise. The antenna direction is regis¬ 
tered on a direction indicator, located on the front of the 
control case. The direction indicator is actually a voltmeter 
which measures the voltage across a potentiometer mounted 
in the rotator unit. Rotating the antenna varies the voltage 
across the potentiometer causing the meter to register. 
The unit can be identified by the red neoprene weather 
shield and the new style rotator housing (Figure 1). This 
unit operates at a speed of two RPM and a motor brake has 
been included to prevent drifting and windmilling. 

The T-10 rotor may be converted to a speed of one 
RPM by use of our RCR Kit B. 





Fig. 6 Control Box—Model T-10. 


SERVICING PROCEDURE 

Power-off Checks 

1. Be sure that four-conductor cable is connected to 
proper terminals. Terminal No. 1 in the rotator should be 
connected to terminal No. 1 on the control box, and so 
on with No.’s 2, 3, and 4. 

2. Hollow shaft (Item #4) must have “play.” 

3. Primary input contacts (Item #109) within the 
control box should make solid contact for left and right 
positions, and should have approximately Mr, inch clearance 
in open position. 

Power-on Checks 

1. Line voltage should be approximately 1 15 volts. 

2. Run unit to counter-clockwise stop by depressing left 
end of control bar (Item #107). Indicator pointer should 
decrease steadily, stopping at the left side of the dial when 
the rotator reaches the counterclockwise stop. 

3. Run unit to clockwise stop by depressing end of con¬ 
trol bar. Indicator pointer should increase steadily, stopping 
at the extreme right end of the dial when the rotator 
reaches the clockwise stop. 

4. Adjust calibrating rheostat (Item #108) for full- 
scale north reading, when unit is at full clockwise stop. 


Fig. 8. Internal Components—Model T-10 Rotator Unit. 


HOUEL I 10 
115 VOLTS SGCY A .C ONLY 
I SAMPS 30 WATTS 


ALLIANCE MFG.CO 
ALLIANCE OHIO U S.A. 


Fig. 7. Internal Components—Model T-10 Control Box. 


Fig. 9 Rear View of Model T-10 Control Box Showing Ter¬ 
minal Strip. 
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TROUBLE SHOOTING CHART 


TROUBLE SHOOTING CHART Continued 


TROUBLE 


CAUSE 


TROUBLE 


CAUSE 


Rotator unit fails to op¬ 
erate when control lever 
is moved for left or 
right operation. 


If motor is inoperative: 

Check primary input contacts. 
Directional switching contacts. 
Internal connections to motor. 
Capacitor and Motor. 


If motor is operating: 

Check gear system to be sure 
all gears are properly meshing 
and are not slipping where 
there are staked assemblies. 


Indicator fails to regis¬ 
ter direction of rotation. 


Rotor operates slowly or 
sluggishly. 


Check meter to determine if it is 
faulty. 

Check potentiometer for broken 
connections or open windings. 

Check contact spring for proper 
contact with potentiometer. 

Check hook up of four conduc¬ 
tor cable. 

Check size and length of four 
conductor cable. (See figure 
4) 

Change capacitor. 



■ 




r 

Fig. 10. Schematic Wiring Diagram—Model T-10. 
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Fig. II. Exploded View of Model T-10 Rotator Unit. 
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T-10 

PARTS LIST 


T-10 

PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

ITEM 

NAME 

PART NO. 


Rotator Assembly 

5460-R 

16B 

Washer, #8 

2715-H 

1 

Housing Assembly, RH 

5454-R 

17 

Contact Spring 

8539-A 

1A 

Housing Screws, 10-32 x 34 

3429-N 

17 A 

Screw, H. H. self-tap—W-6-32 x V\ 

8622-A 

2 

Clamping Plate 

5456-A 

18 

Housing Assembly, LH 

5326-B 

2A 

Nuts, Hex, 14 x 20 

8100-E 

19 

Gasket 

5449-A 

3 

Weaiher Shield 

3375-B 

20 

Terminal Cover 

5327-A 

4 

Shaft Assembly 


20A 

Nut, 8-32 

3426-A 

5 

Bearing Collar 

3987-A 

21 

Strain Relief Clamp 

3380-A 

6 

Thrust Washer 

3 376-A 

21A 

Screw, RHM, 6-32 x Vi 

3031-M 

7 

U-Bolt 

18291-A 

21B 

Nut, Hex, 6-32 

601-P 

8 

Mast Clamp 

18292-R 

22 

Grommet 

3387-B 

8 A 

Nut, Hex, V4 x 20 

8100-E 

24 

Potentiometer 

5725-R 

9 

Worm Assembly 

5462-R 


Control Box Complete 

5491-R 

9A 

Screw, RHM, 8-32 x 34 

3429-Q 

101 

Case 

5481-A 

9B 

Washer, #8 

2715-H 

101A 

Screw, RHM, 6-32 x 14 

1369-L 

10 

Stop Slide 

3320-A 

102 

Meter Assembly 

5352-R 

11 

Motor and Term Assembly 

5726-R 

102 A 

Retainer 

5495-A 

11A 

Nut, Hex, 6-32 

601-P 

103 

Transformer 

5357-R 

12 

Mounting Plate Assembly 

4263-R 

104 

Terminal Strip Assembly 

3803-S 

12 A 

Screw, RHM, 8-32 x Ms 

3429-Q 

105 

Capacitor 

4098-A 

13 

Spacers 

4141-A 

106 

Pivot Pin 

5355-A 

14 

Gear and Pinion Assembly 

3373-R 

107 

Control Bar 

5484-A 

14A 

Hairpin Cotter 

4243-H 

108 

Calibrating Resistor 

4094-B 

15 

Terminal Plate Assembly 

5700-R 

109 

Switch Assembly 

5346-R 


(old terminal plate) 

4253-A 

110 

Window 

18164-R 

15A 

Screw, RHM, 8-32 x 1 

8013-A 

111 

Insulating Strip 

5351-A 

16 

Bolt, Carriage, 8-32 x 34 

3359-G 


Foot Pads 

5756-A 

16A 

Nut, Hex, 8-32 

3426-A 





** No longer available as individual part—replace by ordering 
RCR Kit B — 2 to 1 RPM Conversion 

*** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e.,(2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 























































































































































































































































CHAPTER 


MODEL U-83 



GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model U-83 is a fully auto¬ 
matic unit. The control knob is turned to the desired direc¬ 
tion and the rotator automatically rotates the antenna to 
that position and stops. The dial lights up when the di¬ 
rection is selected and turns off when the antenna reaches 
that position. This unit operates at a speed of two RPM, 
with a motor brake to prevent drifting and windmilling. 
Model U-83 can be identified by the grey neoprene weather 
shield and the new style rotator housing (Figure 1). 

The U-83 rotor may be converted to a speed of one RPM 
by use of our RCR Kit A. 



Fig. 12 Control Box—Model U-83. 


SERVICING PROCEDURE 

Power-off Checks 

1. Viewing from front, left pawl (Item #118) should 
clear slotted escapement disc by .020 inch with electro¬ 
magnet in energized position. Adjust by bending electro¬ 
magnet armature tip (Item #117), (See Figure 17.) 

2. Right pawl (Item #118) should clear slotted escape¬ 
ment disc by .020 inch with electro-magnet in de-energized 
position. Adjust by bending tab on electromagnet assembly. 
(This tab also holds down the armature.) (See Figure 17.) 

3. Left pawl must come to rest in any given stop posi¬ 
tion. After stop position is reached, depress armature 
against electromagnet by hand to make sure pawl drops 
freely into slot. Adjustment is made by moving indent 
spring assembly (Item #126). 

4. Contact switch (Item #17) in the rotator unit must 
make contact only when cam lobe (Item #24) comes in 
contact with the switch. If shaft assembly (Item #4) is 
removed from rotator unit, cam lobes must be Vi turn 
away from contact points in end-stop position on both 
directions. (See Figure 14.) 

5. Be sure that four-conductor cable is connected to 
proper terminals. Terminal No. 1 in the rotator connects 
to No. 1 on the control box, and so on with No’s. 2, 3, 
and 4. 


6 . Primary input contacts should be .020 inch apart. 
Adjustment can be made at factory only. 

7. Red pointer on dial face should point to the direction 
which corresponds with the antenna at the stop position. 
This adjustment is made by removing the knob and insert¬ 
ing a narrow tool through the elongated radial slot to the 
gripping holes in the pointer, and turning the pointer to 
the correct position. 

Power-on Checks 

1. Line voltage should be approximately 115 volts. 

2. Turn knob (Item #107) to extreme counterclock¬ 
wise stop. Electromagnet must not buzz and mechanism 
must move correctly, no sticking or slipping. Rotator must 
turn to extreme counterclockwise stop and light must turn 
off when rotator reaches the stop. 

3. Turn knob (Item #107) to extreme clockwise stop. 
Rotator must return to extreme clockwise position and 
the light must go off when the rotator reaches the stop. 



Fig. 13. Bottom View of Model U-83 Control Box Showing 
Terminal Strip. 


TROUBLE SHOOTING CHART 


TROUBLE 

Rotator fails to operate 
when knob is turned to 
desired direction. 


CAUSE 

If motor is operating: 

Check gear train for improper 
meshing or slippage. 

If motor is inoperative: 

Press tuning spring—if control 
box mechanism operates prop¬ 
erly, the trouble is NOT in the 
solenoid, transformer, or the 
mechanical parts of the escape¬ 
ment assembly. 

Check input contacts to be sure 
they are closed. 

Check terminals 1-3 or 2-3, de¬ 
pending upon the desired di¬ 
rection of rotation for approxi¬ 
mately 24 volts. 

Check contact springs on the 
frame assembly for proper 
contact with rings. 
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TROUBLE SHOOTING CHART Continued 

TROUBLE CAUSE 

Check capacitor for short. 

Check contact switch in rota¬ 
tor unit for proper operation. 
Switch should close when cam 
lobe hits switch blade. 

Check motor for shorts or breaks. 

Out of sync, check sync, data on 
bottom of control box. 

Input contacts improperly ad¬ 
justed. 

Check hook up for four conduc¬ 
tor cable. 

Check size and length of four 
conductor cable. (See Figure 
4.) 

Change capacitor. 

Bulb bad or socket connections 
loose. 

Check armature seating on 
bracket. Armature should be 
replaced with side marked “X" 
in up position. 

Check to see that pawl clearance 
is not excessive. 

Refer to “TV Screen Interference 
from the Model U-83 control 

case.” 

Refer to “Adjustments to elimi¬ 
nate skipping and sticking in 
the Model U-83 control case.” 


ADJUSTMENT INSTRUCTIONS 

TV SCREEN INTERFERENCE FROM THE 
MODEL U-83 CONTROL CASE 

TV screen interference from the control case is caused by 
insufficient tension on the main contacts in the detent 
body assembly. (This is Code No. 124 on the Model U-83 I 
Exploded View Parts List.) Detailed drawings of the 
assembly are shown on page 10. 

Power-off Checks 

1. Turn the knob until the breaker pin is away from the 
pawl disc post and the contact points are closed. Make 
sure the contacts are closing securely, and the clearance 
between the breaker pin head and the contact switch blade 
is between 0.010 and 0.030. 

2. Turn the knob back until the breaker pin reaches the 
pawl disc post and opens the contacts. The contact opening 
should be between 0.015 and 0.030. 

Power-on Checks 

1. Turn the knob to the dial setting, and observe the 
contact points while the unit is in operation. Make sure 
there is no arcing or flashing at the points while the 
control is turning. 

2. Turn the TV set on, to determine whether the flash 
occurs each time the control pulses or clicks, or only when 
the unit is turned on and off. If the flashing occurs each 
time the control clicks, use the following procedures to 
correct the trouble. 

Procedures 

1. If the contact is flashing, increase the tension at A. 
Do this by inserting a screwdriver through the side of the 
frame assembly, directly over the transformer, and prying 
at A to bring the contacts together. (Be careful! loo much 
tension can cause slow or sticky operation of the control.) 


Light fails to go off at 
stop position. 


Rotor operates slowly 
or sluggishly. 

Light fails to come on. 
Solenoid buzzes. 

Excessive TV interfer¬ 
ence. 

Control skips or sticks. 



Fig. 15. Internal Components—Model U-83 Control Box. 



Q 
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Fig. 17. Exploded View of Model U-83 Control Box. 


2 . If the contact points do not open far enough, turn 
the knob until the screw on B is visible through the small 
round hole in the rear of the frame assembly. Turn this 
screw clockwise to increase the contact opening. Do not 
move the screw more than V* turn in either direction. After 
this screw is set, it should be held in place with radio 
service cement. Plastic cement can also be used. 

3. The breaker pin should be replaced if it shows any 
deformity around the head. (Breaker pins were formerly 
made of polystyrene and nylon. They are now made of 
machined Bakelite.) The latter pins will be sent, upon 
request, to any service technician wishing to replace the 
old ones. 


ADJUSTMENTS TO ELIMINATE SKIPPING AND 
STICKING IN THE MODEL U-83 CONTROL CASE 

The Model U-83 Tenna-Rotor® is an automatic rotator. 
Therefore, it may get out of synchronization between the 
control box and the rotator. Incorrect operation by the 
owner can produce this defect. It can be corrected by 
using the realignment switch on the bottom plate of the 
control. Incorrect setting of the electromagnet assembly will 
cause incorrect clearance between the pawl and the pawl 
wheel. This will result in slipping or skipping when the 
unit is in operation. If either condition exists, the control 
will lose or gain degrees each time it is operated. In addi- 



Fig. 18. Exploded View of Model U-83 Rotator Unit. 
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Fig. 19. Detailed Drawing of Detent Body Assembly. 


tion, the dial setting will not concide with the direction 
the antenna is pointing. 

IMPORTANT: 

This trouble is entirely within the control. The rotator 
need not be removed from the mast. 

There are two places where this misadjustment might 
occur. The first is in the tension spring that controls the 
operation of the pawl lifter arm. If the unit is sticking, 
check the pawl operation by shortening this spring approxi¬ 
mately one coil. The second place is in the proper position¬ 
ing of the electromagnet assembly. On the first Model 
U-83’s, the electromagnet was mounted in slotted holes in 
the frame assembly. These holes were slotted so that the 
magnet could be moved up or down for the proper adjust¬ 
ment. If the screws holding this unit in place became 
loosened, the complete electromagnet assembly could drop. 
As a result, the control would be out of adjustment. (The 
frame assembly has been revised, and slotted holes have 
been replaced with holes just large enough to accommodate 
the mounting screws. The armature is bent on the assembly 
line in order to provide the proper pawl clearance. Once 
this setting has been made, it should not change.) 

To make the proper pawl adjustment, you must gauge the 
clearance at two places. With the knob turned to the left 
(counterclockwise), press down on the armature until the 
red pointer moves one position, and the pawl directly below 
the armature seats itself in a slot in the pawl wheel. By 


holding the armature do>vn, you will have a clearance be¬ 
tween the pawl, directly below the tension spring, and the 
pawl wheel. The clearance at this point should be from 
Ym to Yxi inch. Since you cannot gain access directly under 
the armature, you must check the clearance on this side 
beneath the armature travel limit tab. Press the armature 
down until the pawl beneath it contacts the pawl wheel 
without moving the red pointer. With the pawl touching the 
pawl wheel, the clearance between the armature and the 
travel limit tab should be 0.015, or Vm inch between the 
armature and the lowest touching point of the tab. 

Three other checks should be made, as follows: 

1. Check the top surface of the iron core in the electro¬ 
magnet assembly to make sure there are no burrs that may 
contact the armature when it is down. This will cause a 
loud buzz in the control. It may also lock the armature in 
the down position. When the armature is down, it should 
touch the front half of the iron core, and should clear the 
back half by approximately 0.010 inch. 

2. Turn the control knob completely around in either 
direction. Then, by pressing the armature, operate the 
control manually one complete turn. Check the pawl wheel 
to make sure there are no burrs or high spots in the slot 
or on the outside diameter of this wheel. Remove any 
burrs with a small point file. 

3. Turn the control knob to its end of rotation in either 
the clockwise or the counterclockwise position. Then, by 
depressing the armature, bring the red pointer around to 


ARMATURE TRAVEL 
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Fig. 20. Detailed Drawing of U-83 Control Case. 
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coincide with the knob setting. Make sure the control is 
at its end of rotation before checking the following. (The 
end of rotation can be determined by the position of the 
stop lever at the back of the frame assembly.) If the knob 
has been turned clockwise, the stop lever should be at 
the extreme left of the slotted hole, as shown in the drawing 
on page 000. The stop lever will be in the opposite posi¬ 
tion if the knob is turned counterclockwise. After the end 
of rotation has been reached, pressing and releasing the 
armature should move the pawl, directly below the tension 


spring, freely in and out of the slot on the pawl wheel. If 
the pawl does not meet and seat freely in this slot, loosen 
the screw holding the detent spring, and move the spring 
up or down until it does. Then tighten the detent screw 
into place, and recheck the pawl to see that it is seating 
freely. 

CAUTION: 

Whenever you are operating the control manually by 
depressing the armature, make sure to press down 
directly above the iron core center. 



Schematic Wiring Diagram— 
Model U-83. 


U-83 PARTS LIST 


ITEM 

NAME 

PART NO. 


Rotator Assembly 

5471-R 

1 

Housing Assembly, RH 

5454-R 

1A 

Housing Screws, 10-32 x Y\ 

3429-N 

2 

Clamping Plate 

5456-A 

2A 

Nuts, Hex, >4-20 

8100-E 

3 

Weather Shield 

3375-C 

** 4 

Shaft Assembly 


5 

Bearing Collar 

3987-A 

6 

Thrust Washer 

3376-A 

* * 

U-Bolt 

18291-A 

*** 8 

Mast Clamp 

18292-R 

***8A 

Nut, Hex, V 4 x 20 

8100-E 

9 

Worm Assembly 

5474-R 

9A 

Screw, RHM, 8-32 x Vg 

3429-Q 

9B 

Washer, #8 

2715-H 

10 

Stop Slide 

3 3 20-A 

11 

Motor and Term Assembly 

5714-S 

11 A 

Nut, Hex, 6-32 

601-P 

12 

Mouting Plate Assembly 

4263-R 

12A 

Screw, RHM, 8-32 x Yg 

3429-Q 

13 

Spacers 

4141-A 

14 

Gear and Pinion Assembly 

3373-R 

14A 

Hairpin Cotter 

4243-H 

15 

Terminal Plate Assembly 



(Later Version) 

Terminal Plate Assembly 

5700-R 


(Early Version) 

4253-A 

15A 

Screw, RHM, 8-32 x 1 

8013-A 

16 

Bolt, Carriage, 8-32 x Yg 

3359-G 

16A 

Nut, Hex, 8-32 

3426-A 

16B 

Washer, #8 

2715-H 

17 

Contact Switch Assembly 

5908-R 


** No longer available as individual part—replace by ordering 
RCR Kit A — 2 to 1 RPM Conversion 


U-83 

PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

I7A 

Screw, RHM, 6-32 x 'Yin 

1369-L 

18 

Housing Assembly, LH 

5326-B 

19 

Gasket 

5449-A 

20 

Terminal Cover 

5327-A 

20A 

Nut, 8-32 

3426-A 

21 

Strain Relief Clamp 

3 3 80-A 

21 A 

Screw, RHM, 6-32 x Vi 

3031-M 

21 B 

Nut, Hex, 6-32 

601-P 

22 

Grommet 

3387-B 

24 

Cam and Gear 

5584-B 

24A 

Hairpin Cotter 

604-C 


Control Box Complete 

5500-R 

101 

Case 

5559-A 

101 A 

Screw, RHM, 8-32 x Yg 

1369-L 

102 

Frame and Dial Assembly 

553 9-S 

103 

Transformer 

5512-A 

104 

Terminal Strip Assembly 

3803-S 

105 

Capacitor 

4098-A 

106 

Bumper (feet) 

5628-A 

106 A 

Screw, RHM, 6-32 x Vi 

3031-M 

106B 

Nut, Hex, 6-32 

601-P 

107 

Knob 

5556-R 

108 

Bulb Socket Assembly 

5558-R 

109 

Bulb (Type 47) 

4274-A 

110 

Dial 

85I9-A 

110A 

Screw, Self-tapping, 6-20 

603-K 

111 

Terminal 

5540-A 

112 

Stop Lever 

5537-A 

113 

Retaining Ring 

4243-B 

114 

Spring Washer 

5568-A 

115 

Spring 

5595-A 


*** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e.,(2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 
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U-83 PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

116 

Electro-magnet Assembly 

5541-R 

116A 

Screw, RHM, 6-32 x Vi 

3031-M 

116B 

Lockwasher, #6 

2128-A 

117 

Armature 

5547-A 

1 18 

Pawl 

5523-A 

118A 

Hairpin Cotter 

604-A 

119 

Pawl Spring 

5667-A 

120 

Tension Spring 

5569-A 

121 

Pawl Lifter Assembly 

5521-R 

122 

Pawl Shaft 

5552-A 

123 

Bushing 

5520-A 


U-83 

PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

124 

Detent Body Assembly 

5524-R 

125 

Frame Assembly 

5515-R 

125 A 

Screw, RHM, 6-32 x Yh 

3429-P 

126 

Indent Spring Assembly 

5518-R 

126A 

Screw, RHM. 6-32 x Yh 

3429-P 

127 

Knob Hub 

5555-A 

127A 

Set Screw 

S-614-N 

128 

Tuning Spring 

5563-A 

129 

Emblem Strip 

5557-C 

130 

Bezel 

55 60-A 


*No longer available. Part No. 8511-R solenoid can be used 
to replace the No. 5541-R Electromagnet by replacing No. 
5515-R Frame assembly with the No. 5515-S Frame as¬ 
sembly and replacing No. 5521-R Panel Lifter assembly 
with No. 8515-A Panel Lifter assembly. Connect leads per 
the U-98 schematic wiring diagram, Fig. 40. 


CHAPTER 


IV 


MODEL K-22 


GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model K-22 is actuated by 
depressing the right or left end of the bar switch located 
on top of the control box. Depressing the right end rotates 
the antenna clockwise and depressing the left end rotates 
the antenna counterclockwise. An indicator light comes 
on at the control box when the rotator reaches its full 
clockwise or counterclockwise limits. The unit operates at 
a speed of two RPM giving the operator an approximate 
direction indication, i.e., 15 seconds equals 180 degrees of 
rotation. The K-22 is identified by the black neoprene 
weathershield and is interchangeable with the ATR and 
F-4 Tenna-Rotor®. 

K-22 Tenna-Rotors® manufactured after June 1, 1958, 
operate at a speed of one RPM. These can be identified by 
the date stamp on the rotor and by serial number on the 
control box. Serial number K54001 and over are one RPM. 
Earlier Model K-22 rotors may be converted to one 
RPM by use of our RCR Kit B. 

SERVICE PROCEDURE 

Power-off Checks 

1. Be sure that four conductor cable is connected to 
the proper terminals. Terminal No. 1 in the rotor should 
be connected to terminal No. 1 on the control box and so 
on with Nos. 2, 3, and 4. 

2. Hollow shaft (Item No. 6) must have “play.” 

3. Primary input contacts (Item No. Ill) within the 
control box should make solid contact when lever is de¬ 
pressed at either end. There should be at least Mo inch 
clearance in open position. 

Power-on Checks 

1. Line voltage should be approximately 115 volts. 

2. Run unit counterclockwise by depressing left end of 
control bar (Item No. 103). Light should come on when 
unit reaches stop. 

3. Run unit clockwise by depressing right end of control 
bar (Item No. 103). Light should come on when unit 
reaches stop. 




Fig. 22. Control Box—Model K-22. 
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Fig. 23. Internal Components—Model K-22 Control Box. 



Fig. 24. Internal Components—Model K-22 Rotator Unit. 


13 


Fig. 25. Bottom View of Model K-22 Control Box Showing 
Terminal Strip. 



















CONTROL BOX 


ROTATOR 


TROUBLE SHOOTING CHART 



Fig. 26. Schematic Wiring Diagram—Model K-22. 


TROUBLE 

Rotor unit fails to oper¬ 
ate when control lever 
is moved for right or 
left operation. 


Rotator operates slowly 
or sluggishly. 


Indicator light fails to 
come on at stop posi¬ 
tion. 


CAUSE 

If motor is inoperative: 

Check primary input contacts. 

Check directional switching con¬ 
tacts. 

Check internal connections in 
control box. 

Check capacitor. 

Check motor. 

Check four conductor cable for 
size and length. (See Figure 4.) 

If motor is operating: 

Check gear system to be sure 
gears are meshing properly 
and are not slipping where 
there are staked assemblies. 

Check hook-up of four conduc¬ 
tor cable. 

Check size and length of four 
conductor cable. (See Figure 
4.) 

Check capacitor. 

Check bulb. 

Check contact spring in rotor. 



Fig. 27. Exploded View of Model K-22 Rotator Unit. 
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K-22 PARTS LIST 


ITEM 

NAME 

PART NO 

1 

Rotator Assembly 

Housing Assembly, RH 

5450-R 

5454-R 

2 

Housing Screws, 10-32 x 34 

3429-N 

3 

Clamping Plate 

5456-A 

4 

Nut, Hex, V4 x 20 

8100-E 

5 

Weather Shield 

3375-A 

** 6 

6 A 

Shaft Assembly (2 RPM) 

Shaft Assembly (1 RPM)* 

9373-R 

7 

Bearing Collar 

3987-A 

8 

Thrust Washer 

3376-A 

**9 

U-Bolt 

18291-A 

**10 

Mast Clamp 

18292-R 

**11 

Nut, Hex, Yi x 20 

8100-E 

12A 

Worm Assembly (1 RPM)* 

18073-R 

13 

Screw, RH Washer, 8-32 x Vs 

3429-0 

14 

Stop Slide 

3320-A 

15 

Motor & Gear Assembly 

18511-R 

18 

Screw, RHM, 8-32 x Y s 

3429-Q 

20 

Gear & Pinion Assembly 

3373-R 

21 

Retaining Ring 

4243-H 

22 

Terminal Plate 

4253-A 

23 

Screw, RHM, 8-32 x 1 

8013-A 


* Used on one RPM Rotors manufacturing after June 1, 1958. 
Serial numbers K54001 and over. 

** No longer available as individual part—replace by ordering 
RCR Kit B—2 to 1 RPM Conversion 

*** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e.,(2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 


MODEL K-22A TENNA-ROTOR 

The Alliance Tenna-Rotor® Model K-22A is functionally 
identical to the K-22 Tenna-Rotor. The difference is in the 
output operating voltage. The K-22A Rotor is identified by 
the tan weathershield on the rotor. The K-22A control has 
the Model number stamped on the base. 

NOTE: 

The K-22A Rotor and the K-22A control are not inter¬ 
changeable with any other model. 

The K-22 A Rotor (tan weathershield) must be used with 
the K-22A control only. 


K-22 

PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

24 

Bolt, Carriage, 8-32 x Yg 

3359-G 

25 

Nut, Hex, 8-32 

3426-A 

26 

Washer, #8 

2715-H 

27 

Contact Spring 

3358-A 

30 

Housing Assembly, LH 

5326-B 

31 

Gasket 

5449-A 

32 

Nut, Hex, 8-32 

3426-A 

33 

Terminal Cover 

9319-A 

34 

Nut, 8-32 

3426-A 

CONTROL BOX 



Control Box Complete 

5859-R 

101 

Case 

5836-A 

102 

Medallion 

5858-A 

103 

Control Bar 

9180-A 

104 

Screw, Self Tapping, 6-20 x Vi 

603-N 

105 

Screw, Self Tapping, 6-20 x Vz 

603-N 

106 

Term. Strip Assembly 

3803-S 

107 

Capacitor 

4098-A 

108 

Light Socket Assembly 

5558-R 

109 

Bulb (Type 47) 

4274-A 

1 10 

Transformer 

5849-R 

111 

Switch Assembly 

5864-R 

112 

Insulating Strip 

5351-A 


tControl Pivot Pin 

1091-M 


(Not illustrated—part of Control Box, NOT part of rotator. 


Service information and parts are the same as the K-22 
except for the following parts changes: 

Rotor Assembly—Part No. 5460-T 
Item 5, Weathershield—Part No. 3375-D 
Item 15, Motor and Gear Assy.—Part No. 18511-T 
Control Assembly—Part No. 5859-S 
Item 107, Capacitor—Part No. 18061-A 
Item 110, Transformer—Part No. 18469-R 
When ordering parts, be sure to check identification on 
the rotor and control and order by correct part number. 
Parts listed above are NOT interchangeable with those used 
in the K-22 Tenna-Rotors. 
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CHAPTER 


V 


MODEL T-l 2 


GENERAL INFORMATION 

The Alliance Tenna-Rotor®, Model T-l2, is actuated by 
depressing the right or left end of the bar switch located 
on top of the control box. Depressing the right end rotates 
the antenna clockwise. The antenna direction is registered 
on a direction indicator, located on the front of the control 
case. The Model T-l2 differs from the Model T-10 in that 
the indicator of the T-l2 indicates direction of the antenna 
at all times and the Model T-10 indicates direction only 
when control bar is depressed. The Model T-l2 control 
case can be used with the T-10 rotors manufactured after 
January, 1954. To use the T-12 control with a DIR or T-10 
manufactured before January, 1954, it is necessary to 
change the potentiometer and contact spring in the rotor 
with new parts. The new potentiometer needed is part 
No. 5725-R. The new contact spring needed is part No. 
8539-A. 

The T-12 rotor can be identified by the red weather- 
shield. 

The T-12 Tenna-Rotors® manufactured after June 1, 
1958, operate at a speed of one RPM. These may be 
identified by the date stamp on the rotor and by serial 
number on the control box. Serial number T1122001 and 
over are one RPM. Earlier Model T-12 rotors may be 
converted to one RPM by use of our RCR Kit B. 

SERVICE PROCEDURE 

Power-off Checks 

1. Be sure that four conductor cable is connected to 
proper terminals. Terminal No. 1 in the rotor should be 
connected to Terminal No. 1 on the control box and so 
on with Nos. 2, 3, and 4. 

2. Be sure strands of four conductor cable wire are not 
shorting between terminals; between terminal and rotor 
casing or between terminal and control box chassis. Such 
shorts will cause meter and/or side or front potentiometer 
and/or calibrating resistor to burn up. 

3. Hollow shaft (Item No. 6) must have “play.” 

4. Primary input contacts (Item No. Ill) within the 
control box should make solid contact for left or right 


positions and should have approximately inch clearance 
in open position. 

Power-on Checks 

1. Line voltage should be approximately 115 volts. 

2. Run unit to counterclockwise stop by depressing 
left end of the control bar (Item No. 103). Indicator 




Fig. 29. Internal Components—Model T-12 Rotator Unit. 



Fig. 30. Internal Components—Model T-12 Control Box. 
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pointer should decrease steadily, stopping at left side of 
the dial when rotor reaches the counter-clockwise stop. 

3. Adjust calibrating resistor (Item No. 109) for full 
scale north reading when unit is at full counterclockwise 
stop. 

4. Run unit to clockwise stop by depressing right end 
of control bar. Indicator should increase steadily stopping 
at the extreme right end of dial when rotator reaches the 
clockwise stop. 

TROUBLE SHOOTING CHART 

TROUBLE CAUSE 

Rotor unit fails to oper- // motor is inoperative: 
ate when control lever Check control switch contacts, 
is moved for left or , Check internal connections in 
right position. control box. 

Check capacitor. 

Check potentiometer (Item No. 
40) in rotor for broken con¬ 
nections or open winding. 

Check motor. 

// motor is operating: 

Check gear system to be sure 
gears are meshing properly and 
are not slipping where there 
are staked assemblies. 

Rotor operates slowly Check hook up of four conductor 
or sluggishly. cable. 

Check size and length of four 
conductor cable. (See Figure 
4.) 

« Change capacitor. 

Meter fails to indicate Check Meter, 
properly. Check side or front potentiom¬ 

eter (Item No. 115) and cali¬ 
brating resistor (Item No. 109) 
for dirty, open, or burnt wind¬ 
ings.* 

Check contact spring (Item No. 
27) for proper contact with 
potentiometer in rotator. 



Fig. 31. Rear View of Model T-12 Control Box Showing 
Terminal Strip. 

TROUBLE SHOOTING CHART Continued 

TROUBLE CAUSE 

Check spring tension on rear of 
meter and adjust per instruc¬ 
tions page 19. 

Adjust side or front potentiom¬ 
eter and calibrating resistor 
per instructions. 

* On some units, the potentiometer (Item No. 115) will be mounted 
on the side of metal chassis. 

ADJUSTMENT INSTRUCTIONS 

4 

The T-12 Tenna-Rotor® is shipped from the factory with 
the side or front potentiometer adjusted and the only 
adjustment which should be necessary on a new unit is 
on the calibrating resistor which is located on the back of 
the control box. However, if it is impossible to get full 
scale north reading when the unit is at full clockwise stop 
or when parts have been replaced in the control box, 
adjust control box in the following manner: 

Run rotator to full'clockwise stop. 

Turn calibrating resistor to clockwise stop. 


ROTATOR 



Fig. 32. Schematic Wiring Diagram—Model T-12. 
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Remove chassis from case. 

Adjust side or front potentiometer so pointer indicates 
N on right side of scale. DO NOT GO PAST N. 
Contacts must be held closed on right side with some 
nonmetallic object while this adjustment is made. 
Replace chassis in case. 

Run rotator to full counterclockwise stop and adjust 
calibrating resistor for N indication on left side of dial. 
If preceding adjustments are made on service bench, use 
125 feet of No. 20 four conductor cable between the 
rotator and control case. 

NOTE: 

If full range cannot be obtained with the above ad¬ 
justments, check four conductor cable for recom¬ 
mended length and size per Figure 4. 

ADJUSTMENT OF SPRING TENSION 
ON REAR OF METER 

If pointer sticks, bend banjo slightly to relieve tension on 
spring until pointer moves smoothly. 

With control box in normal position, tilt 90 degrees 
clockwise and 90 degrees counterclockwise from normal 
resting position. If pointer moves, adjust spring tension 
by bending banjo slightly until no movement is noted when 
control box is tilted. Bend only the metal section to which 
bronze spring is attached. Do not bend bronze spring. 
Use extreme care. 

T-12 PARTS LIST 


ITEM 

NAME 

PART NO. 


Rotator Assembly 

5460-R 

1 

Housing Assembly, RH 

5454-R 

2 

Housing Screws, 10-32 x 34 

3429-N 

3 

Clamping Plate 

5456-A 

4 

Nut, Hex, t/4-20 

8100-E 

5 

Weather Shield 

3375-B 

**6 

Shaft Assembly(2 RPM) 



** No longer available as individual part—replace by ordering 
RCR Kit B — 2 to 1 RPM Conversion 


T-12 PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

6 A 

Shaft Assembly (1 RPM)* 

9373-R 

7 

Bearing Collar 

3987-A 

8 

Thrust Washer 

3376-A 

9 

U-Bolt 

18291-A 

10 

Mast Clamp 

18292-R 

11 

Nut, Hex, V 4 x 20 

8100-E 

12 

Worm Assembly 

5462-R 

12A 

Worm Assembly (1 RPM)* 

18073-R 

13 

Screw, RH Washer, 8-32 x Ys 

3429-Q 

14 

Stop Slide 

3 3 20-A 

15 

Motor & Term. Assembly 

5726-R 

16 

Nut, Hex, 6-32 

601-P 

17 

Mounting Plate Assembly 

4263-R 

18 

Screw, RHM, 8-32 x Ys 

3429-Q 

19 

Spacers 

4141-A 

20 

Gear & Pinion Assembly 

3373-R 

21 

Hairpin Cotter 

4243-H 

22 

Terminal Plate Assembly 

5700-R 

23 

Screw, RHM, 8-32 x 1 

8013-A 

24 

Screw, Binding Head, 6-32 x 

608-H 

27 

Contact Spring 

8539-A 

28 

Screw, Self Tapping, H.H.-W. 6-20 x V 4 

8622-A 

29 

Lock Washer 

2128-A 

30 

Housing Assembly LH 

5326-B 

31 

Gasket 

5449-A 

32 

Nut, Hex, 8-32 

3426-A 

33 

Terminal Cover 

5327-A 

34 

Nut, Hex, 8-32 

3426-A 

35 

Strain Relief Clamp 

3 3 80-A 

36 

Screw, RHM, 6-32 x V 2 

3031-M 

37 

Nut, Hex, 6-32 

601-P 

38 

Grommet 

3387-B 

40 

Potentiometer 

5725-R 


* Used on one RPM Rotors manufactured after June 1, 1958. 
Serial number T1122001 and over. 

*** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e.,(2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 

Control Box Complete 5877-R 

101 Case 5481-A 

102 Window 18164-R 
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T-12 

PARTS LIST Continued 


ITFW 

NAME 

PART NO. 

105 

Control Rar 

4 MO-A 

104 

Fool Patte 

575G-A 

105 

Screw, RHM. 6 S2 x \A 

1369-1. 

10G 

Term. SI rip Assembly 

3S03-S 

107 

Capacitor 

4090-31 

] [>B 

FivuL PitJ. 

5355-A 

109 

t li brat Res isl Of 

4094-C 


T-12 PARTS LIST Continued 


ITFM NAME PART NO. 

110 Transformer 5580-ti 

111 Swituh Assembly 5564 9 

112 IriFiulalina Six ip 5351-A 

j ]3 Meli^r ft Panel Assembly 5765-R 

11 £- P £inel R efai ne r 5495 - A 

115 Potentiometer S532-B 





















CHAPTER 


VI 


MODEL U-98 


GENERAL INFORMATION 

The AM Li nee Tenua-Rotor^', Model U-98, h an improved 
fully duNjiniitie null. The control of Ihiis uillL is actuated 
by a aulenold instead of the eleeuo-miignel toed in Lhe 
U'S3 Automatic Teimu-Rotcr'-lk The control knob is 
turned to lhe desired dijccliosi tuid hie rotator ituLoni hE i l: tillv 
rotates the antenna lo lhal position and slops. The dial 
lighls up when the direction is selected and turns olf when 
the antenna reaches dud position. Tlte unit operates id a 
speed of iwu RPM, willi a motor brake to prevent drifting 
jtid windmill]og. The U-9S is diieelly hitercEiwngeuble with 
Lhe Model U-8T 

T! Le U-Q8 rotor curi he identified E>y the grey weuthei 
shield. 

The U-98 rotors manufactured after June 1, 1958. 
operate at a speed of one RPM. These can be Identified 
by the date slump on the I'oto: mid by lhe serial number 
on the control box. Serial number U8405M1 wild ovei ate 
one RPM. Earlier Model U-93 rotois niwy Ikt converted 
1 e> one RPM by use o i our RCR KiL A. 

SERVICE PROCEDURE 

l-'ovt rr-ftl I <1 hecks 

1. Viewing from front, lefi paw] them No. .21) should 
clear .slotted escapement disc by .010 inch to 055 inch 
with solenoid in energized position. 

2. Right paw] litem No 121) shoi.ild clear slotted 
escape men I disc by .010 inch io .035 inch with solenoid 
in de energized posilion 

3. Left pawl must come to rest in any given slop posi¬ 
tion. After slop position is reached, depress plunger in 
solenoid by hand to make sure pawl drops freely nto slot. 
Adjustment is made bv moving indent spring assembly 
(Item No, 133). 

4. Contact spring (Item No. 27 J in the rotor unit must 
make contact only when cam lobe (Item No 41) comes in 
contact wirk rho switch. It' shaft assembly (Item 6 or bA I 
js removed rmm The romr unit, cam lohes must he Joj turn 
aw.iy from contact points in end-stop position in both direc¬ 
tions. See Pig, 3b, 

5. lie xuit that four conductor cable is connected to 
proper terminals. Terminal No. I in the rotor connect* to 
No. 1 cm the control ease lend so on with No*, 2 „ 3. and 4. 

f>. Check length and size of four conductor cable. (Sec 
Figure 4.) 



7. ETimary input contacrs should he .020 inch apart. 
Adjustment ear. he made at factory only. 

A. lied pointer on tli.il face should pnint to The direction 
which corresponds wirk rhr rintcnnra at the ^op position. 
Eh;s adjustment is made hv removing lhe knnh and inferr¬ 
ing a narrow tool through The elongated radial slot ro lhe 



Fig, 34. Control Be*—-Model U--5S. 



Fig. 35. Bottom View of Model U-9ti Control Dux Shywina 
Terminal Strip. 


Fly. 36. IriteciiEil Co nponeals Mode’ LF 9# Rotator 
UlLlt. 
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Made! U-98 ' Alliance Tenna-Rtrtor® 


gripping holes in the pointer and Miming the pointer to 
lhe correct position, 

I’aifcwm Cheeks 

1 . Line voltage should be approximately 1 12 volts. 

2. Turn knoh (Item No, 102) to extreme counterclock¬ 
wise smp. .Solenoid in Mil not buzz and mechanism niUM 
move correctly, no slicking or slipping. Rotator must turn 
to extreme counterclockwise stop and light must luiu off 
when rotator reaches the slop. If the light does not turn 
off, synchronize unit per instructions on bottom of oontiol 
case. 


TROUBLE SHOOTING CHART 


TROUBLE 

Rotator fails to operate 
when knob is turned to 
desired direction. 


CAUSE 

// trun or is operating: 

Check gear train for improper 
meshing or slippage. 

if motor in inoperative- 

Press tuning spi mg —if box 
mechanism o per ales properly. 

I he trouble is nor in the sole¬ 
noid, transformer, or The 
mechanical parts of the escape 
meat assembly. 

Check input ixmLaets 10 be sure 
lhey are closed. 

Check terminals L2. or 2-1. de- 
pending upon desired direct ion 
of total ion for approximately 
24 veils. 

Check contact spiinas on Una 
frame assembly for pjoper 
cunLaCt with rjngft. 

Check capacitor in control. 

Check contact switch in rotor 
fo: proper operation. Switch 
should close when cam lube 
hi is switch Made- 

Check mol or tnr shot Is Oi Open 
connections. 


TROUBLE SHOUTING CHART Continued 

TROUBLE CAUSE 

Uoinr operates slowly f 'beck hook up for four conduc- 
or sluggishly. lor cable. 

Check size and Length of four 
conductor cable. (Sec Figure 

4.) 

Change capacitor. 



Fig. 37. Internal Components—.Model L Ctimrol Box, 



Fig. 3$. Internal Cmnpancn Id—M odel IP-9R Control Box. 
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Model U-flG - Alliance Tcnna Rotor h 


TROUBLE SHOOTING CHART Continued 


TROUBLE 

Light faiL U? £Q off at 
stop position. 


Light fails (o come cm. 


CAUSE 

Check synch ronixat ion per in¬ 
structions on bottom of con¬ 
trol ease.. 

Input contacts improperly nd- 
justed, 

Ihilb hrtd nr socket conncctionM 
looser 


Rotor operates—light 
on., hut ctralrol fails Jo 
operate. 

{More: Jn some ai>ra itrlm 
may i ihvI liberate *dlh these 
sympToms because the vok- 
iltfF dri.'.jiy si f|nn*im rifely 5 
volis at the control box,* 


Check tor short heiween termi- 
Pals 3 tnd 4 or short from 
terminal Nu, 4 to ousting of 
rotor or chassis nf control. 

Check eupfirilor (Item No. 39} 
across contact swiluli (Item 
No, 27) tor xhnrl. 


U-98 PARTS LIST 


ITEM 

NAME 

PART NO, 


Rotator Assembly 

547 NR 

I 

Housing Assembly RH 

5454-R 

n 

Mousing Screws., 10-32 x 5 A 

1429-N 

l 

Clamp trig Plate 

545 b A 

4 

Nut, Hex, A x 20 

SLOO-E 

5 

Wca Liter Shield 

3S75-C 

H* 6 

Shaft Assembly (2 RRM) 


6A 

Shaft Assembly (1 RPM)* 

9^77-R 

7 

Bearing Collai 

39E7-A 

2 

Thru si Washer 

3 37b-A 

*-49 

U-Bolt 

IR29I-A 

* r, *lQ 

Mast Clamp 

13292 R 

***11 

Nut, i lex, 14 x 20 

S100-E- 

12 

Worm Assembly 

5474-K 

VIA 

Wurm Assembly (1 RPM j " 

1 8074-R 

n 

Screw. RH Washer, S-32 x Ys 

3429-Q 


=”■ ■Sis: In-i^ri avniL-Nft as indhicfjal p:irl—rCpIdcs by ordering 
RCR Kit A — 2 r.o 1 KE 3 M CanYersiOn 


•** Nov hea v y-duly hurd’A'JLrc. When replacing oJd burdwurc. order 
i.:mi ■ _ iIk:^ fiel; j.e ,[2) I£2?]-A U-holts. [2> IS292-K inxsl clamp?, 
arid (4> ElONtl hex nubf. 


ROTfCOP 
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Model U-81 ■ Alliance Tnnna-HoLur 4 * 


LI-98 

FARTS LIST Continued 


U-98 

ITEM 

NAME 

HART NO, 

ITEM 

14 

Smp Slide 

13 20-A 

104 

15 

Motor $ r Term, Assembly 

5714-S 

105 

16 

Nut, Hex, 6-32 

601 -P 

106 

17 

Mounting Piute Assembly 

£.263 R 

107 

IS 

Screw, KHM, 3-32 * 34 

342 9-Q 

108 

19 

Spacers 

4141 -A 

109 

20 

Gear & Pinion Assembly 

3373-R 

110 

21 

] Imrpin Cutler 

4243-H 

111 

22 

Terminal Plain Assembly 

5700 R 

112 

23 

Screw, RHM, 8 32 x 1 

8013-A 

113 

24 

Screw, Binding Head. 6-32 x ¥.n 

608-11 

1 14 

27 

Contact Switch Assembly 

5 90S R 

115 

28 

Screw, RHM, 6 32 x ' 

1369-L 

116 

30 

Housing Assembly 

5.126TJ 

i j 7 

31 

Gaslcei 

5449-A 

118 

32 

Nut, Hex, £ 32 

3426-A 

“*119 

33 

Terminal Cover 

5127-A 

* U19A 

34 

Nut, 8-32 

3426-A 

120 

35 

Strain Relief ( t:imp 

3 3 80-A 

121 

36 

Screw. RHM, 6-32 * ’A 

3031-M 

1 22 

37 

Nul, Hex, 6-32 

601 -P 

17.3 

3K 

Grommet 

3337 11 

124 

39 

Capacitor ,01 ceramic 

8533-B 

125 

41 

Cam utad Gear 

558AB 

126 

41A 

Cam and Gear (1 RPM } * 

4292 B 

127 

42 

Retc.ini0£ Ring 

2825-A 

128 

129 

130 

|j | 

it 

Used an one RfM Kol^rs tnunufutUired Lt r i 
?SriFiv1 1111E-■! 3 mi I]R4ft5PI mvl over. 

in Jim* 1, IQ^. 


Control Box Cihi ipie 1 e 

Ca&t 

£5 r 5-R 

112 

101 

5559-A 

133 

102 

Frame & ni:d Assembly 

8516-K 

134 

103 

Knob—brown 

8529-R 

135 


Knob—ivory 

5556 R 

176 


U-98 PARTS LIST Continued 

ITEM NAME 

104 Bumper 

103 Sview, RH Washer, d-32 x -Pit 

J06 Term. Strip Assembly 

3 07 Capacitor 
] OS Light Soefc el A ss e m h ly 

109 Bulb (Type 4?) 

110 Transformer 
11 i Bezel 

112 Triii] Strip 
II? KnnbHub 
] |4 Set Screw 

115 Emblem 

116 .Screw, Sdf Tapping, 6 20 x Vi 
\ J 7 Screw r . Sett l apping, 6-20 x V& 

118 nijl 

C 11 9 Spring Motui Sc Hub Assembly 
IL9A Detent Body Assembly 
J 20 Pawl Spring 

121 Puwt 

122 Pawl Lifter Assembly 
1 23 Spring Tension 

124 Grommet 

125 Solenoid Assembly 

126 Plunger 

J27 Screw., Hex H, Washer, 6-32 x J /j 

128 Frame Assembly 

129 Slop I .ever 

1 JO Sprm| Washer 

1J1 Terminal 
112 Iterainin^ Ring 

112 Indeni Spring Assembly 

134 Screw, RHM, 6-32 x M 

135 Washer, 5-16 

Mb Tuning Spring 


PART NO 

5628-A 
2396 E 
3803-S 
40 98-A 
5 558-It 
4274-A 
5512-A 
K52VB 
$523 A 
5555-A 
614-N 
3530-A 
603-N 
60J-K 
3519 A 
B53AR 
5524 

5667-A 
8513-A 
H5L2-A 
8520-A 
8509-A 
H511-R 
8504-A 
5 67 6-A 
551 5-S 
5537-A 
5568-A 
5 540-A 
4245 B 
5518-R 
7429-P 
2715 A 
P56J-A 


=i * Cm r-plela Tlelent and Spring Mol&r HHsnnhly .^nisi=.l? r»f [terrx 
119 and 11 PA, PjulNv. 5*24 R. 



Fig. 41. Exploded View u£ Mv'del U Rnlalnr Unit. 
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GENERAL INFORMATION 

The Alliance Hernia Kahn Model T-20, i* actuated by 
depressing the light or loll end of rhe conirn] bar (Elem 
No. E03) located on Lop of the control hox I3epres6ifl£ ihc 
j ight end relates the antenna clockwise. E ,ie antenna di 
reel ion is j- eg isle red on a di reel ion indie a I or, located on the 
front of [ho ounLrul. The roc or operates ai a speed of I 
Ft PM and is equipped 'A iLh a motor brake to prevent 
drifting. 

The 1 20 rotor cun be idem died by 1 he brown weather- 
shield and the model numbu T-20 stamped into rJie mem I 
housing 

The control can be identified by the model number I -20 
stamped on rhe bottom of the control and by ihc square 
medallion on the dial window instead of Lbc round medal- 
lion used on ihe T 12. 


THE T-20 ROT OP AND CONTHUL ARE MOT INTER¬ 
CHANGEABLE WITH ANY OF THE H3HMLK ALLI¬ 
ANCE MODELS. THE T-7H RGTOF? CAN BE USED 
ONLY m/I I H THE T-Ztf CONTROL AND VICE VERSA. 


Ffp. 4) ( ontrol Bux—Model I -20. 


Although some f-?[> parts are intercbuugtuble with the 
parts used on rhe T-12, many of the imporlunt oj critical 
parts arc nor. Check The T-20 parts list before jeplacing 
any parts. Kor example- rhf meter transformer, capacitor, 
motor, alt porentiometers, ere., are different and cun not 
be interchanged with parts use. I on any cl her model. Tilt 
outward appearance or (he T-20 is identical to the T-IQ 
and T-l 2. so be sure, to check model number on bottom of 
control and model number stamped in rotor housing when 
ordering rcplacemen: units or parts. 


CHANGE NOTICE: 

On Liniit;> built after January 2H, 1 <367, with serial number 
I fi 4 -h.} 4L 2 and Our, the muter assemble h;K been changed. 
Pern -4 1 Lfi 

Resistor ID nhm U Watt Part No. 6550-A changed to 
Item 4 1 lb 

Resistor 4.7 ohm I Watt Part No. fi779-K 
Item 4 ] 17 

Resistor 27 ohm 1 Walt Puli No. 6779-13 changed to 



Fry. 43, Internal C’nmponenis—Model T 70 Cant.-ol Box. 
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Model T-20 - All ante Tcrna Rater H ' 


Item if I 17 

Reskror 1 H ultm I Wutt 1 5 art No. 67 ? Wb 

If it becomes nen-ifeury to replace A resistor, use (he i&me 
value as used originally in ihe nmt. 

SERVICING PROCEDURE 

Power-nft Checks 

J . Be sure thai four con due lor cable h connecled to 
p]-o|icj lei min tils. Terminal Mo. I in the jotcr shot] Id be 
con nee Led to Terminal No. t on I he control box an-..' so on 
with Nos. 2, 3, a=id 4. 

1. Be sure strands oF four conductor cable wire are 
ntrl shLuting belween terminals; between terminal and 
rolur casting or between terminal and conlrol box chassis 
Such aborts will cause meier and/or Irenl potentiometer 
and/or calibrating resistor to ‘burn up" 

2, Hollow shaft (I Tern No. b) thus l have <p play. h 

*. Primary input contact'! Utcm No. Ill) within she 
control box should make solid uonlact for left or right 
positions and should have approximately Va\ inch clearance 
in open position. 

Power-on Chirks 

!. Line voltage should be approximately 115 veils. 

2. Run unit io counterclockwise stop hy depressing left 
end of the control bar (Item No. TEID. Indicator pointer 
should decrease steadily, slopping al left side of llio dial 
when rotor reaches the counterclockwise stop. 

3. Adjust calibrating rcsisTor (Item No. 105J for full 
scale north reading when, unil is at full counterclockwise 
stop. 

Roji unil to clockwise stop hy depressing tight end 
of control bar. Indicator should increase steadily stopping 
at Lite extreme nghi end ot dial when relator reaches the 
clockwise stop. 

VOLTAGE CHART 

Conditions of measurement: 

Line Voltage.117 VAC 

Tolerance ..* 10-& 

Measured values at control box lex. mi rials 



Fir. 44. Icicmal Components—Model I -W Kotalor Unit 


E. Control ^5raI y—-1 Conductor Cable diseuiuiecied 
Left end Of h-.ir depressed. 

Terminal # t 42. .. ■ ■ ■ 0 V. 

TcJininal #1 42. . . .22.5 VAC 

Terminal # 1— #4. 26.5 VAC 

Terminal #2—#3............ 22.5 VAC 

Terminal 42— 44- ........... 26,5 VAC 

Terminal #7—£4............ 6.0 VAC 

2 Locked Rotor— IfI0‘ of 420 A.W.G. 4 Conductor 
Cable connected to control and rotor. Rotor turned to 
counter-clockwise stop. Indicator nn Left “N” position. 

IcrmiimJ 4 |—42 . LJ VAC 

Terminal -M—#3.14 VAC 

Terminal 4- I—4=4, . . , . ,. 15 VAf 

'Terminal 42 —4=3.17 VAf. 

Terminal 42 —#4.. r . 20 VAf 

Terminal #3—#4... ..2.5 VAC’ 

3. Locked Rotor—I I'm]" ot 420 A.W.G. 4 Conductor 
Cable connected io control ar.d rotor. Rolur lurried to 
clockwise stop Indicator on right “N h position, 


lonijinal 

#1- 

42 . 

... 16 

V AC 

Terminal 

41— 

#2. 

...... 14 

V At: 

Terminal 

41— 

*4. 

. 20 

VAC 

Terminal 

42- 

42 . 

.... n 

VAf' 

Terminal 

42— 

■4 4, .... 

. 15 

VAf ' 

1 erminal 

42— 

-44. r . . , 

.5 5 

VAf. 


RGT.MCf! 



Pig. 45. Sebe.'Tiia'.LC Wiring Diagram Mod^l T-2D. 
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Mpdcl T-20 ■ Al igners -i 3 -zr 


ADJUSTMENT INSTRUCTIONS 

[he D20 Pen na-Ren or#: is, flipped from the factory wilh 
ihv: front potehiinmeier li djus-tod and ibe only adjust rm-nr 
’A-hudi should he necessary on u new unil h on the calihraT- 
ing residor which is I rxi^ttrcf on the back of (he eon trot box. 
However, if it is impossible to gel full scale north reading 
when the unit is. ;j( tnli clockwise stop or when parts have 
been replaced in I he conirol box. adjust eutilrol box in the 
following manner: 

Run rota I or to lull clockwise scop. 

1 urn calibrating resistor to clockwise cLtip. 

Remove chassis from case, 

A durst front potentiometer so pointer indicalcs N on 
right side of scold DO NOT GO PAST N. Cnn- 
lacls must he held closed on 1 iptu side with some non- 
metaltic ohjeci while this adjustment is made. 

Replace chassis in case, 

Ruti nuLalor In full crmnterclockwise stop and adjust 
calibrating resistor for N indie a I ion on left side of dial. 
It preceding Eidjuscment* are made on service bench, use 
100 feel, of £"20 copper four conductor coble belwccn 
the rot a I or and eonlrol case. 


TROUBLE 

Re!or unil fads to oper¬ 
ate when control lever 
is moved for left or ligbl 
position. 


CAUSE 

if nuifat h (Vfofnvfff/i'i 1 .- 
Chrrk control switch von I acts. 
Check internal eonr.ecTinns in 
control ben;, 
t ‘heck Capacitor. 

Check puLeudometer (item No. 
dUf in rotor ror broken con 
neclions or open winding. 
Check motor. 

// motor is op^ratlm;: 

<. heck gear system to be sme 
gears tne meshing properly 
and are not slipping where 
there are slaked assemblies 

Check book Lip of four conductor 
cubic. 

Check size and length of four 
conductor cable, [See Figure 


Rolor operates slowly or 
sluggishly. 


l ’hange capacitor. 

Check mete 1 '. 

Check frt>nt potent imnerrej' (Ttrm 
No. I I and calibrating ie^is- 
tor (Item No. 109) for dirty, 
open, or burn 1 winding*. 
Check contact spring ihem No. 
27) for proper conract with 
potentiometer in rotator. 
Check spring tension on rear of 
melcr and adjust per instruc¬ 
tion* on this page. 

Adjiisi front potentiomecej and 
calibrating resistor per instruc¬ 
tions. 


Meter fait* to indicate 
propL'rly, 


If full range cannot be obtained willi the above adjust¬ 
ments, check four conductor cable for recommended 
length and siy£ per Figure 5. 

ADJUSTMENT OF SWUNG TEN SI (IN 
ON REAR OF METER 

If pointer sticks, bend banjo slightJv to relieve tension on 
spring until pointei mots smoothly. 

Wilh control box in normal position, till 90 degrees 
clockwise and 90 degrees counterclockwise from normal 
resting position If pointer moves, adjust spring trrsian 
by bending banjo slightly until nv movement :s not eel 
when confrnl box is tilled. 


ALTERNATE 


Fig. 46. .txpludcd View of Model T-20 Rotator Unil 










Mfltfel T 20 ■ A lisnee Tunra-Rotor* 


T-20 PARTS LIST 


ITEM 

NAME 

PART NO. 


Rotator Assembly Complete 

H59I-K 

1 

Housing Assembly RH 

54.5 4-R 

2 

Housing Screw*, 10-32 x ■?4 

3429 N 

3 

Clamping Plate 

5456-A 

4 

Nuij Hex, Va x 20 

bhmi-b 

5 

Weathershirld 

3375-F 

6 

Shaft. A sscmbly 

937.TR 

7 

Bearing Collar 

3987-B 

8 

Thrn&t Washer 

3376-B 

*9 

U-lkilt 

J8291-A 

H 1G 

M us L Clump 

JS292-R 

rt U 

Nut, J lex, \'4 x 20 

81IKVR 

12 

Worm Assembly 

5167-S 

13 

Screw, RHM, 8-32 x f/3 

2299-A 

14 

Slop Slide 

332G-A 

15 

Motor Jk Gear Assy 

3593-K 

16 

Nul, Hex 

601-P 

17 

Mounting Plate Assy. 

4261-R 

IS 

Screw, R.HM, 8-32 x y# 

3429-0 


Spacers 

414 l-A 

20 

Gear & Pinion Aa&y. 

3373-K 

21 

Retaining Ring 

4241-11 

22 

Terminal Plaid Assy, 

8919-R 

23 

Screw, RUM, 8-32 x 1 

3013-A 

24 

Screw, Binding Hd., 6-32 x 'An 

603-H 

2.5 

Washer, Melal 

271 5-H 

26 

Spring, < ! round 

913FKA 

27 

ConiacL Spring 

8539-A 

2§ 

Screw, Self Tapping, 6-32 \ X A 

3622-A 

30 

Housing III 

14246-A 

31 

Gasket 

5449 A 

32 

Mur, 1 Eex. 8-32 

3426-A 

33 

Terminal Cover 

5327-A 

34 

Nut. 8-32 

3 426-A 

35 

Strain Relief CJiiTnp 

3300-A 

36 

Screw, RUM, 6-32 x y 2 

1im*M 

37 

Nut, Hex, 6-32 

601 P 

38 

Grommet 

33B7-B 

40 

Potentionreler Assy, 

5725-S 

41 

Terminal Cover lAllcrntilc for item 33) 

9319 A 


* >,cw Jucav>■ duL y l-ii l d%;i■ e. WI)*n rftji'acing old hardwire, Drtier 
Co mj-Jet c kcI ; L.e., {2 j L H 591 - A U-bol^ (2} 1 £2 'J2-EI rrasl damp^ 
a ad (4) B100-H hex net-. 



Fig. 4$. Exploded View 



F«. 

47. Rear View of Model T 20 Control 
Terminal 3lrip r 

Ri.ik Showing 

T-2D 

PARTS LIST Continued 


ITEM 

NAME 

PART NO- 


Control Complete 

8599 -R 

1(11 

Case 

540|-A 

102 

Window 

18J64-R 

10.5 

Control Bar 

9180 A 

104 

Root Pads 

5756-A 

105 

Screw, RHM, 6-32 x U 

1369 L 

106 

Terminal Strip Assv, 

3303-5 

107 

Capacitor 

8583-11 

ios 

Pivol Pi a 

5355-A 

109 

Cal i hr nti ng R ( rea r) 

4094-D 

110 

Transformer Assy. 

8539-R 

II E 

Swilcb Assy. 

5864-5 

112 

Insulating Strip 

5351-A 

113 

Meter & Panel Assy, 

8903 -R 

114 

Panel Retainer 

5495-A 

115 

Front Calib. R os i si or 

4094-D 

1 16 

Resistor 4.7 ohm J W 

6779-E 

117 

Resistor 1 8 nhm 1W 

6779-F 



o x Model r io Comm I n™. 
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CHAPTER 


d 


MODEL U-lOO 


GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model U-100 is a fully auto¬ 
matic unit. The control knob is turned to the desired di¬ 
rection and the rotor automatically rotates the antenna 
to that position and stops. The dial lights up when the 
direction is selected and turns off when the antenna reaches 
that position. The unit operates at a speed of 1 RPM and 
is equipped with a motor brake to prevent drifting or 
windmilling. The U-100 rotor can be identified by the blue 
weathershield and the model U-100 stamped into the metal 
housing. The U-100 control can be identified by the Model 
number U-100 stamped on the bottom of the control. The 
U-100 Rotor and Control are not interchangeable with 
any of the former Alliance Models. 

PLEASE NOTE: 

Although some U-100 parts are interchangeable with 
the parts used on the U-98, many of the important or 
critical parts are not. Check the U-100 parts list before 
replacing any parts. For example—the transformer, sole¬ 
noid, capacitor, .frame and dial assembly, and the motor 
are different and cannot be interchanged with parts used 
on any of our other models. 

The outward appearance of the U-100 is identical with 
the U-98 so be sure to check model number on bottom 
of the control and model number stamped in rotor housing 
when ordering replacement units or parts. Note: The U-100 
Rotor can be used only with the U-100 control and Vice 
Versa. 

SERVICING PROCEDURE 

Power-off Checks 

1. Viewing from front, left pawl (Item No. 121) should 
clear slotted escapement disc by .010 inch to .035 inch 
with solenoid in energized position. 

2. Right pawl (Item No. 121) should clear slotted 
escapement disc by .010 inch to .035 inch with solenoid 
in de-energized position. 

3. Left pawl must come to rest in any given stop posi¬ 
tion. After stop position is reached, depress plunger in 
solenoid by hand to make sure pawl drops freely into slot. 
Adjustment is made by moving indent spring assembly 
(Item No. 133). 

4. Contact spring (Item No. 27) in the rotor unit must 
make contact only when cam lobe (Item No. 41) comes in 
contact with the switch. If shaft assembly (Item 6) is re¬ 
moved from the rotor unit, cam lobes must be V 2 turn 
away from contact points in end-stop position in both direc¬ 
tions. See Fig. 53. 

5. Be sure that four-conductor cable is connected to 
proper terminals. Terminal No. 1 in the rotor connects to 
No. 1 on the control case and so on with Nos. 2, 3, and 4. 

6. Check length and size of four conductor cable. See 
Figure 4. 

7. Primary input contacts should be .020 inch apart. 
Adjustment can be made at factory only. 

8. Red pointer on dial face should point to the direction 
which corresponds with the antenna at the stop position. 
This adjustment is made by removing the knob and insert¬ 
ing a narrow tool through the elongated radial slot to the 
gripping holes in the pointer and turning the pointer to 
the correct position. 



Fig. 49. Control Box—Model U-100. 



Fig. 50. Internal Components—Model U-100 Control Box. 



Fig. 51. Internal Components—Model U-100 Control Box. 
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Model U-100 • Alliance Tenna-Rotor 


Power-on Checks 

1. Line voltage should be approximately 115 volts. 

2. Turn knob (Item No. 103) to extreme counter¬ 
clockwise stop. Solenoid must not buzz and mechanism 
must move correctly, no sticking or slipping. Rotator must 
turn to extreme counterclockwise stop and light must turn 
off when rotator reaches the top. If the light does not 
turn off, synchronize unit per instructions on bottom of 
control case. 

VOLTAGE CHART 

Conditions of measurement: 

Line Voltage.117 VAC 

Tolerance.— 10% 

Measured values at control box terminals 

1. Control Only—4 Conductor Cable disconnected 

Terminal #1—#2. 0 V 

Terminal #1—#3.29 VAC 

Terminal #1—#4. 0 V 

Terminal #2—#3.29 VAC 

Terminal #2—#4. 0 V 

Terminal #3—#4.29 

J i ,> 

2. Locked Rotor—100 feet of #20 A.W.G. 4 conductor 
cable connected to control and rotor. With rotor at full 
clockwise position, turn control knob counterclockwise. 
While rotor is turning, press reset button twice. This will 
throw the unit “out of synchronization.” Return knob to 
full clockwise position to make voltage checks. Warming: 
Control should be left “out of synchronization” only long 
enough to make the voltage checks, then re-synchronize. 
If left unsynchronized for a long period of time, over¬ 
heating and damage to the transformer will result. 

Terminal #1—#2.20 VAC 

Terminal #1—#3.18 VAC 

Terminal #1—#4. 0 V 

Terminal #2—#3.15 VAC 

Terminal #2—#4.20 VAC 

Terminal #3—#4.17 VAC 

With rotor turning counterclockwise, a pulsing reading of 
20 to 25 volts will be read between terminals #1 and #4. 

3. Locked Rotor—100 feet of #20 A.W.G. 4 conductor 
cable connected to control and rotor. With rotor at extreme 
counterclockwise position, turn control knob clockwise. 
While rotor is turning, press reset button twice. This will 
throw the unit “out of synchronization.” Return knob to 
extreme counterclockwise position to make voltage checks. 




fit. 

Fig. 53. Internal Components—Model U-100 Rotator Unit. 


Terminal #1—#2.19 VAC 

Terminal #1—#3.15 VAC 

Terminal #1—#4. 19 VAC 

Terminal #2—#3. 17 VAC 

Terminal #2—#4. 0 V 

Terminal #3—#4.16 VAC 


With rotor turning clockwise, a pulsing reading of 20 to 
25 volts will be read between terminals #2 and #4. 
Re-synchronize unit immediately after checking. 


, TROUBLE SHOOTING CHART 


TROUBLE 

Rotator fails to operate 
when knob is turned to 
desired direction. 


CAUSE 

// motor is operating: 

Check gear train for improper 
meshing or slippage. 

If motor is inoperative: 

Press tuning spring—if box 
mechanism operates properly, 
the trouble is not in the sole- 


TR0UBLE SHOOTING CHART Continued 

TROUBLE CAUSE 

noid, transformer, or the me¬ 
chanical parts of the escape¬ 
ment assembly. 

Check input contacts to be sure 
they are closed. 

Check terminals 1-3, or 2-3, de¬ 
pending upon desired direction 
of rotation for approximately 
18 to 20 volts. 

Check contact springs on the 
frame assembly for proper 
contact with rings. 

Check capacitor in control. 

Check contact switch in rotor 
for proper operation. Switch 
should close when cam lobe 
hits switch blade. 

Check motor for shorts or open 
connections. 
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TROUBLE SHOOTING CHART Continued 


TROUBLE 


CAUSE 


U-100 PARTS LIST Continued 

ITEM NAME PART NO. 


Rotor operates slowly or Check hook up of four conductor 
sluggishly. cable. 

Check size and len-gth of four 
conductor cable. (See Figure 
4.) 

Change capacitor. 


Light fails to go off at Check synchronization per in¬ 
stop position. structions on bottom of control 

case. 

Input contacts improperly ad¬ 
justed. 


Light fails to come on. Bulb bad or socket connections 

loose. 


Rotor operates—light 
on, but control fails to 
operate. 

(Note: In some cases rotor 
may not operate with these 
symptoms because the volt¬ 
age drops approximately 5 
volts at the control box.) 


Check for short between termi¬ 
nals 3 and 4 or short from 
terminal No. 4 to casting of 
rotor or chassis of control. 

Check capacitor (Item No. 39) 
across contact switch (Item 
No. 27) for short. 


Rotor and Control in¬ 
operative—Light 


“OFF.” 


U-100 units manufactured after 
July 10, 1963, have a thermo¬ 
stat in the transformer. After 
a minimum of 4 minutes con¬ 
tinuous use on a normal in¬ 
stallation, or, if the unit is left 
out of synchronization for a 
period of time, the thermostat 
will open and the unit cannot 
be used until the unit cools 
“off” and the thermostat 
closes. This can take up to 30 
minutes. 


U-100 CONTROL CHANGE NOTICE 


Since October 1969, a new fiberglass reinforced polypropy¬ 
lene base has been used on a portion of our production of 
the U-100 control. When present supply of metal bases is 
depleted, all U-100 controls will have the new base. 


Parts List Changes 


Complete Control Assembly—Part No. 18649-R 
Base Assembly—Part No. 18647-R 

The base assembly 18647-R consists of and replaces the 
following parts: 


Base Plate 
Terminal Strip 
Tuning Spring 
Light Socket 
Capacitor Clip 
Bumpers 


8914-R 
3803-S 
5563-A 
5558-A 
8903-A 
18174-A 


U-100 PARTS LIST 


ITEM 

NAME 

PART NO. 


Rotor Complete 

8910-R 

1 

Housing Assembly RH 

5454-R 

2 

Housing Screws, 10-32 x Y\ 

3429-N 

3 

Clamping Plate 

5456-A 

4 

Nut, Hex, V 4 x 20 

8100-E 

5 

Weathershield 

3375-F 

6 

Shaft Assembly 

9373-R 


7 Bearing Collar 

8 Thrust Washer 

***9 U-Bolt 

***10 Mast Clamp 

***11 Nut, Hex, Va x 20 

12 Worm Assembly 

13 Screw, RHM, 8-32 x 

14 Stop Slide 

15 Motor & Gear Assembly 

18 Screw, RHM, 8-32 x % 

20 Gear & Pinion Assembly 

21 Retaining Ring 

22 Terminal Plate Assembly 

23 Screw, RHM, 8-32 x 1 

24 Screw, Binding Hd., 6-32 x T ',\w 

25 Washer, Metal 

27 Contact Sw. Assembly 

30 Housing, LH 

31 Gasket 

32 Nut, Hex, 8-32 

33 Terminal Cover 

34 Nut, 8-32 

39 Capacitpr 

41 Cam & Gear 

42 Retaining Ring 
Control Complete 

* 101 Case 

102 Frame & Dial Assy. 

103 Knob Assembly 

104 Bumper 

105 Screw, RHM, 8-32 x Yt 

106 Terminal Strip Assembly 

107 Capacitor 

108 Light Socket Assembly 

109 Bulb (type 47) 

110 Transformer Assembly 

111 Bezel 

112 Trim Strip 

113 Knob Hub 

114 Set Screw 

115 Emblem 

116 Screw, Self Tapping, 6-20 x Vz 

1 17 Screw, Self Tapping, 6-20 x Y% 

118 Dial 

* * 119 Spring Motor & Disc Assembly 

* * | 19A Detent Body Assembly 

120 Pawl Spring 

121 Pawl 

122 Pawl Lifter Assembly 

123 Spring Tension 

124 Grommet 

125 Solenoid Assembly 

126 Plunger 

127 Screw, Hex, 6-32 x Vz 

128 Frame Assembly 

129 Stop Lever 

130 Spring Washer 

131 Terminal 

132 Retaining Ring 

133 Indent Spring 

134 Screw, RHM, 6-32 x Ys 

135 Washer, : Y\n 

136 Tuning Spring 

137 Tie Plate 


3987-B 
3376-B 
18291-A 
18292-R 
8100-E 
18074-R 
3429-Q 
3 3 20-A 
I 1 8508- R 
3429-Q 
3373-R 
4243-H 
8919-R 
8013-A 
608-H 
2715-H 
5908-R 
14246-A 
5449-A 
3426-A 
9319-A 
3426-A 
8533-B 
4292-B 
4243-K 
8913-R 
5559-A 
8516-S 
5556-R 
5628-A 
3429-Q 
3803-S 
18061-A 
5558-R 
4274-A 
9100-R 
8525-B 
8528-A 
5555-A 
8066-A 
8530-A 
603-N 
603-K 

8519- A 
18504-R 
18505 
5667-A 
8518-A 
8512-R 

8520- A 
8509-A 
8511-S 
8 504-A 
8027-D 
5515-S 
18042-A 
5568-A 
5540-A 
4243-B 
18093-A 
3429-P 
2715-P 
5563-A 
8502-A 


* Late models use case, Part No. 18147-A. Interchangeable with 
early models. 

** Complete Detent and Spring Motor assembly consists of Items 
119 and 119A, Part No. 18505-R. 

*** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e.,(2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 
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CHAPTER 


IX 

MODEL T-45 






% 


GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model T-45 is an improved 
version of the T-20 indicator type. Five conductor cable 
is used to connect the control box to the rotator. Three 
wires are used for the motor circuit. Two wires are used 
for the potentiometer which is part of the meter circuit. 
The extra conductor makes it possible for the meter poten¬ 
tiometer to be operated on a separate circuit. By this mode 
of operation, the motor circuit and the meter circuit are 
independent of each other, resulting in much smoother 
meter operation, greatly improved accuracy, and elimina¬ 
tion of inaccuracies due to temperature changes in the 
control box, and variations of the capacitor and line voltage. 
Model T-45 has an improved control bar which remains 
level and is much easier to operate (See Fig. 62). 

Two T-45 controls can be used with one rotor where 
desired by removing the capacitor (Item #108) from one 
unit and connecting the controls in parallel. Both meters 
on the T-45 will track and show the antenna direction at 
all times. 

The T-45 rotor uses the same type housing, hollow shaft 
mast support, worm gears, etc., as the T-20 rotor. The 
potentiometer is different. The T-45 rotor can be identified 
by the yellow weathershield and T-45 stamped in the cast¬ 
ing. The rotor speed is I RPM. 

NOTE: 

The T-45 control must be used with the T-45 rotor. The 
rotor and control cannot be interchanged in any way with 
any other unit. 



Fig. 57. Control Box—Model T-45. 

SERVICING PROCEDURE 

Power-off Checks 

1. Be sure five conductor cable is connected to proper 
terminals. Terminal No. I in the rotator should be con¬ 
nected to terminal No. I on the control box, and so on 
with Nos. 2, 3, 4, and 5. 

2. Hollow shaft assembly (Item #25) must have “play.” 

3. Primary input contacts (Item #111) within the 
control box should make solid contact for left and right 
positions, and should have approximately Vni inch clearance 
in open position. 



Fig. 58. Internal Components—Model T-45 Control Box. 


33 











Model T-45 • Alliance Tenna-Rotor 


Power-on Checks 

1. Line voltage should be approximately 117 volts. 

2. Run unit to clockwise stop by depressing right end 
of control bar (Item #102). Indicator pointer should 
increase steadily, stopping at right side of the dial when 
rotor reaches the clockwise stop. 

3. Adjust calibrating resistor (Item #109) for full 
scale north reading when unit is at full clockwise stop. 

4. Run unit to counterclockwise stop by depressing left 
end of control bar. Indicator pointer should decrease stead¬ 
ily stopping at the extreme left end of dial when rotator 
reaches the counterclockwise stop. 


RESISTANCE CHECK CHART (ROTOR) 

1. Measurements taken with a V.T.V.M. 

2. Measurements taken at control box end of five con¬ 
ductor cable with five conductor cable disconnected at 
control box, 

3. Measurements will vary due to lead length, accuracy 
of meter used, etc.; however, readings obtained should 
indicate if the difficulty is in the rotor or cable. 

4. Maximum lead resistance allowable is 1.2 ohms 
per lead. 


LEAD NOS. RESISTANCE MEASUREMENTS 


1—2 *4 ohms to 157 ohms plus lead resistance. 

1—3 *1.5 ohms to 154 ohms plus lead resistance. 

1—4 *4 ohms to 157 ohms plus lead resistance. 

1— 5 153 ohms plus lead resistance. 

2— 3 2.5 ohms plus lead resistance. 

2—4 5 ohms plus lead resistance. 

2— 5 *4 ohms to 157 ohms plus lead resistance. 

3— 4 2.5 ohms plus lead resistance. 

3— 5 *1.5 ohms to 154 ohms plus lead resistance. 

4— 5 153 ohms plus lead resistance. 


* Readings will vary from low reading to high reading depending 
upon the position of the antenna which varies the position of the 
contact on the potentiometer. 

U 

RESISTANCE! CHECK CHART (CONTROL BOX) 

1. Measurements taken with control box disconnected 
from AC outlet. 

2. Five conductor cable disconnected at control box. 



ROTATOR 



Fig. 59. Schematic Wiring Diagram—Model T-45. 


3. Measurements takenr between specified terminals. 

Readings will vary due to ccfffcponent part tolerances, ohm- 
meter accuracy, etc. 


TERMINALS 

SWITCH IN 

OFF POSITION 

SWITCH "ON” 

RIGHT SIDE OF 

BAR DEPRESSED 

SWITCH "ON" 

LEFT SIDE OF 

BAR DEPRESSED 

1—2 

Inf. 

t 150 to 170 ohms 

Inf. 

1—3 

f 150 to 170 ohms 

t 150 to 170 ohms 

t 150 to 170 ohms 

1—4 

Inf. 

Inf. 

t 150 to 170 ohms 

1—5 

13 ohms 

13 ohms 

13 ohms 

2—3 

Inf. 

2 ohms 

Inf. 

2—4 

Inf. 

Inf. 

Inf. 

2—5 

Inf. 

t 150 to 170 ohms 

Inf. 

3—4 

Inf. 

Inf. 

2 ohms 

3—5 

t 150 to 170 ohms 

t 150 to 170 ohms 

t 150 to 170 ohms 

4—5 

Inf. 

Inf. 

t 150 to 170 ohms 


t Readings will vary from 150 to 170 ohms depending upon setting of calibrating resistor. 
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TROUBLE SHOOTING CHART 


TROUBLE 

Rotor unit fails to oper¬ 
ate when control bar is 
depressed. 


CAUSE 

If motor is inoperative: 

Check 117VAC source. 

Check control switch contacts. 

Improperly installed control bar 
(See Figure 62.) 

Check internal connections in 
control box. 

Check for strands of wire short¬ 
ing at terminals of both rotor 
and control (See “Resistance 
Chart”). 

Check transformer (Item #107). 

Check potentiometer (Item #37) 
in rotor for broken connec¬ 
tions or open winding. 

Check motor. 

If motor is operating: 

Check gear system to be sure 
gears are meshing properly 
and are not slipping where 
there are staked assemblies. 


Rotor operates slowly or 
sluggishly. 


Rotor operates but does 
not make complete 360° 
rotation. 


Meter fails to indicate 
correctly. 


Check hookup of five conductor 
cable. 

Check size and length of five 
conductor cable. (See Figure 
4.) 

Replace capacitor. (NOTE: Re¬ 
place with capacitor part No. 
18061-A. DO NOT SUBSTI¬ 
TUTE CAPACITORS.) 

Check installation. 

Check to be sure antenna lead 
has sufficient slack. 

Check thrust bearing bracket 
whenever used. Mast must be 
perfectly aligned to prevent 
binding. (See Figure 3.) 

Replace capacitor. (NOTE: Re¬ 
place with capacitor part No. 
18061-A. DO NOT SUBSTI¬ 
TUTE CAPACITORS.) 

Check gears in rotor for damage. 

Check hookup per instructions 
enclosed with unit. 

Check lead wire length and size 
(See Figure 4.) 

Check for strands of wire shorted 
between terminals or between 
terminals and case of either 
rotor and control. (Shorted 
wires may damage the poten¬ 
tiometer in the rotor.) 

Check for pinched leads at stand¬ 
offs (causing open #1 or #5 
leads). 

Check meter. 

Adjust calibrating resistor (Item 
#109) per instructions pack¬ 
aged with unit. 

Check potentiometer (Item #37) 
in rotor. 


Meter does not hold or 
show proper direction 
after control bar is re¬ 
leased. 


Check banjo tension spring ad¬ 
justment (See “Adjustment In¬ 
structions”). 



Fig. 60. Internal Components—Model T-45 Rotator Unit. 



Fig. 61. Rear View of Model T-45 Control Box Showing 
Terminal Strip. 


ADJUSTMENT INSTRUCTIONS 

The T-45 is shipped from the factory so that the only 
adjustment necessary is on the calibrating resistor which 
is located on the back of the control box. 

Run rotator to full clockwise stop and adjust calibrating 
resistor (Item #109) for N indication on right side of dial. 

If above adjustment is made on service bench, use 100 
feet of No. 20 copper five conductor cable. 

NOTE: 

If full range cannot be obtained with the above adjust¬ 
ment, check five conductor cable for recommended length 
and size per Fig. 4. 

ADJUSTMENT OF BANJO SPRING TENSION 
ON REAR OF METER 

In following adjustment, extreme care must be taken. 
Bend only the metal section to which bronze spring is 
attached. Do not bend bronze portion. 

If indicator pointer sticks, carefully bend banjo assembly 
to release pressure. 

If pointer does not hold position after control bar is re¬ 
leased, bend banjo spring assembly to increase tension. 

With control box in normal position, tilt 90 degrees 
clockwise, then 90 degrees counterclockwise from normal 
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resting position. If pointer moves, readjust spring tension 
until no movement is noted when control box is tilted. 

NOTE: 

The new control bar can be used in Models T-10, T-12, 
K-22, and T-20 Control Boxes. 

When installing the new control bar in the above models, 
be sure high portion of step section is toward rear of 
control case. 



Fig. 63. Exploded View of Model T-45 Rotator Unit. 



Fig. 62. Control Bar—Model T-45. 
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T-45 PARTS LIST 


ITEM 

NAME 

PART NO. 


Rotor, Complete 

9186-R 

1 

Motor & Gear Assembly 

18509-R 

2 

Retaining Ring 

4243-H 

3 

Gear & Pinion 

3373-R 

5 

Screw, RHM—8-32 x % 

3429-0 

8 

Part of Item 1 

— 

9 

Terminal Plate Assembly 

9132-R 

9A 

Gasket 

9157-A 

10 

Nut, Hex—8-32 

3426-A 

11 

Terminal Cover 

9319-A 

16 

Housing L.H. 

14246-A 

17 

Screw, RHM—8-32 x 1 

8013-A 

18 

Stop Slide 

3320-A 

19 

Worm Assembly 

18073-R 

20 

Spring (Ground) 

9130-A 

21 

Washer, Metal 

2715-H 

22 

Screw, RHM—8-32 x Vi 

2298-A 

23 

Screw, Self Tap. Wash—6-32 x Va 

8622-A 

24 

Contact Spring 

9315-A 

25 

Shaft Assembly 

9373-R 

26 

Thrust Washer 

3376-B 

27 

Bearing Collar 

3987-B 

**28 

U-Bolt 

18291-A 

**29 

Mast Clamp 

18292-R 

**30 

Nut, Hex, Va x 20 

8100-E 


** New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e., (2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 


T-45 PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

31 

Nut (Square) 

3783-A 

32 

Housing RH Clamp 

5454-R 

33 

Set Screw, Sq. Hd. 

3770-A 

34 

Nut, Hex— Va x 20 

8100-E 

35 

Clamp Plate 

5456-A 

36 

Screw, RHM—10-32 x V 4 

3429-N 

37 

Potentiometer Assembly 

9188-R 

38 

Weathershield (yellow) 

3375-H 

*101 

Control, Complete 

Case 

9175-R 
5481-A 

102 

Control Bar 

9180-A 

103 

Pivot Pin 

5355-A 

104 

Window 

9346-B 

105 

Meter and Panel Assembly 

9182-R 

106 

Panel Retainer 

5495-A 

107 

Transformer Assembly 

9160-R 

108 

Capacitor 

18061-A 

109 

Calibrating Resistor 

6579-A 

110 

Capacitor Clip 

8903-A 

111 

Switch Assembly 

5864-S 

112 

Insulating Strip 

5351-A 

113 

Switch Bracket—Part of 


1 14 

115 

Chassis Asembly 

Chassis Assembly—Not sold separately 
Terminal Strip 

9086-R 

116 

Strain Relief 

5494-A 

117 

Cord & Plug Assembly 

5493-S 


* Note—5481A case should be used on Model T-10, T-12, T-20 
and early T-45 controls. 18145A case should be used 
on late model T-45 controls. 
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CHAPTER 
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MODEL C - 2 2 5 


GENERAL INFORMATION 

Alliance Tenna-Rotor® Model C-225 employs a completely 
redesigned control case which features exact positioning 
control. The C-225 control box combines the following 
three control principles which are novel to the rotator field: 

1. An electric bridge circuit for direction selection. 

2. Selective load circuit for transistor operation of more 
than one control relay. 

3. Sequential selection of the on-off circuit and of the 
direction operation circuit. 

The control of this unit is operated by turning the knob to 
the desired direction. The rotation then automatically ro¬ 
tates the antenna to that position. A small red light in the 
lower left-hand corner indicates the antenna is moving. 
The red light goes “out” when the antenna reaches the pre¬ 
selected position. 

The rotator unit uses the same type housings, feed 
through mast, same worm driven gears, etc., used in pre¬ 
vious Alliance models. Model C-225 rotator can be identi¬ 
fied by the green weather shield and the Model No. C-225 
stamped into the metal housing. 

NOTE: 

Effective on production after October 1, 1964 the gear 
on the #9373R shaft assembly was changed to steel for 
added strength. 



Fig. 65. Control Box—Model C-225. 


CIRCUIT DESCRIPTION 

The operation of the C-225 Tenna-Rotor® can be more 
readily understood by referring to Fig. 66 which is a par¬ 
tial schematic showing the four legs of the bridge circuit 
employed in the schematic diagram shown in Fig. 68. 

The circuit of Fig. 68 may be operated by grasping the 
control box knob (Item #137) and moving it to a new 
selected position for the antenna. Assume that the antenna 


is oriented to the east and the control knob is rotated 
clockwise to the south direction. This movement of the 
knob actuates open switch assembly contacts SI-2 and 
SI-3 by means of the lost motion of the switch operator 
(Item #113) before the control box potentiometer (Item 
#107) is moved. This lost motion is approximately one 
degree, just sufficient to actuate the switch assembly con¬ 
tacts. The closing of the switch assembly contacts SI-2 and 
SI-3 energize the transformer primary and the 20 VCT 
secondary winding. The opening of switch assembly con¬ 
tacts Sl-1 and SI-4 prevents energization of the motor 
(Item #1) at this time. The energization of the 20V 
secondary energizes both the bridge circuit and the ampli¬ 
fier circuit. The clockwise movement of the control knob 
increases the resistance of the control potentiometer (Item 
#107) and hence, increases the impedance in this leg of 
the bridge which includes the control box potentiometer 
and the rotator potentiometer (Item #107 and #40). 
Accordingly, the alternating current bridge will have an 
output voltage at terminals 6 and 4. This output voltage 
will be in phase with the voltage from mid tap terminal 6 
to terminal 5 or from mid tap terminal 6 to terminal 7. 
In this case, with the increasing resistance of the control 
potentiometer, the potential of the bridge output voltage 
(from terminal 4 to terminal 6) is in phase with the 
voltage from terminal 5 to terminal 6. As the potential 
at terminal 5 swings positive, the potential at terminal 4 
also swings positive and this tends to decrease the conduc¬ 
tion through transistor 101-2. This decreasing current 
through transistor 101-2 decreases the current through load 
resistor 101-14, and hence, the potential at the collector of 
transistor 101-2 is less positive or more negative. This more 
more negative swinging voltage is applied through coupling 



on 
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capacitor 101-15 to the base of transistor 101-4. This is a 
pulse of current which occurs during the first half cycle of 
the reference voltage. The pulse of current passes through 
transistor 101-4 through the two relay coils in series and 
through diode 101-1 to terminal 7 which is negative in the 
first half cycle. Capacitors 101-3 and 101-7 smooth this 
half cycle pulse causing continuous energization of the 
two relays. 

The energization of the HV relay closes its contacts 8 
and 9 keeping the entire circuit energized. The energiza¬ 
tion of the LV relay moves the contact blade to energize 
contact 3 which establishes a motor energization circuit 
directly to motor winding B with the leading current sup¬ 
plied through the motor shunt capacitor (Item #131) to 
the motor winding A. Accordingly the motor will run in 
a clockwise direction to rotate the antenna to the pre¬ 
selected south position. Also, the rotator potentiometer 
(Item #40) is rotated counterclockwise to decrease the 
resistance thereof and upon rebalance of the bridge circuit, 
the output falls to a null and the HV relay will become 
de-energized opening the HV relay contacts 8 and 9, and 
de-energizing the complete circuit. 

Assume that the antenna is oriented to the south and 
it is desired to point the antenna to the east position. The 
control knob must now be rotated counterclockwise. This 
counterclockwise movement decreases the resistance of the 
control potentiometer (Item #107). The potential of the 
bridge output voltage from terminals 4 to 6 will now 
be in phase with the source voltage from mid tap terminal 
6 to terminal 7. Thus, when terminal 5 goes positive, the 
output at terminal 4 will go negative with respect to ter¬ 
minal 6. This applies a negative bias to the base of tran¬ 
sistor 101-2 causing this transistor to increase conduction 
through the load resistor 101-14. The collector of transistor 
101-2 thus becomes increasingly positive on this half cycle 
resulting in transistor 101-4 being biased into complete 
non-conduction. 

Bias resistor 101-12 provides a small leadage current 
so that transistor 101-2 is biased into a partially conducting 
region. Transistor 101-4 is normally biased by resistor 
101-5 as a self bias resistor, and, hence, the normal con¬ 
dition of transistor 101-4 is substantially a non-conducting 
condition. During the next half cycle of the reference 
voltage, however, the bridge output voltage at terminal 4 
is going positive and this decreases the conduction of 
transistor 101-2 to make the collector of transistor 101-2 
less positive or more negative. This more negative voltage 
swing is applied to the base of transistor 101-4 through 
coupling capacitor 101-15, biasing transistor 101-4 into a 
conducting state. Accordingly, a half wave pulse of current 
is passed by transistor 101-4 in the second half cycle of 
the reference voltage. This half wave pulse of current is 
passed through the HV relay coil, voltage dropping resistor 
101-6, and diode 101-8 to terminal 5 which is at that time 
negative. 

Currents cannot flow from the collector of transistor 
101-4 through the two relay coils in series to terminal 7 
because it is positive at that time and the path is open 
circuited by diode 101-1. Capacitor 101-3 across the HV 
relay coil smooths these half wave pulses to maintain the 
HV relay energized. 

The LV relay has not been energized, so the LV relay 
contact blade will remain at terminal 2. The closing of 
switch assembly contacts S-l-1 and SI-4 will establish a 
motor energization circuit directly to motor winding A 
with the leading current supplied through the motor 
capacitor (Item #131) to motor winding B. Accordingly, 
the motor will run in a counterclockwise direction to 


rotate the antenna to the desired east position. Also, the 
rotator potentiometer is rotated clockwise to increase the 
resistance thereof and upon rebalance of the bridge circuit, 
the bridge output voltage falls to a null and the HV relay 
will become de-energized to open its contacts 8 and 9 
and de-energized the complete circuit. 

SERVICING PROCEDURE 

Power-Off Checks (With line cord disconnected from AC 
source) 

1. Be sure five conductor cable is connected to the 
proper terminals. Terminal No. 1 of the rotator should be 
connected to terminal No. 1 of the control box, and so on 
with Nos. 2, 3, 4, and 5. 

2. Hollow shaft assembly (Item #27) must have “play.” 

3. Viewing from the rear, switch contacts Sl-1 and Sl-4 
of the switch assembly (Item #116) should be closed. 
Primary input contacts Sl-2 and SI-3 of the switch assem¬ 
bly should be “open” and have approximately inch 
clearance. 

Power-on Checks 

1. Line voltage should be approximately 117 volts. 

2. Turn knob (Item #137) to extreme clockwise stop. 
Rotator must turn to extreme clockwise stop and light 
must turn out when rotator reaches the stop. 

3. Turn knob to extreme counterclockwise stop. Rotator 
must turn to extreme counterclockwise stop and light must 
go out when rotator reaches the stop. 

4. Switch assembly contacts SI-2 and SI-3 should make 
solid contact and Sl-1 and Sl-4 should be open while 
knob is being turned. 

NOTE: 

If light comes on bright, but rotator does not turn when 
knob is released, or if unit operates intermittently, check 
friction spring. Tighten one notch. Early models had one 
spring. Later models have two springs. Check this or these 
springs in case of difficulty. (See Fig. 67). 
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Fig. 68. Typical Wiring Diagram—Model 
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RESISTANCE CHECK CHART 

Ohmmeter used to check installed rotor from ground. 

1. Five-conductor cable disconnected at control box. 

2. Measurements taken with a V.T.V.M. Readings will 
vary due to lead length, accuracy of meter used, etc. 
However, readings obtained should indicate if the trouble 
is in the rotor or cable even though readings are not 
100% accurate. 

Lead #1 to Lead #2—2.5 ohms plus lead resistance. 
Lead #1 to Lead #3—2.5 ohms plus lead resistance. 
Lead #1 to Lead #4—Inf. 

Lead #1 to Lead #5—Inf. 

Lead #2 to Lead #3—5 ohms plus lead resistance. 
Lead #2 to Lead #4—Inf. 

Lead #2 to Lead #5—Inf. 

Lead #3 to Lead #4—Inf. 

Lead #3 to Lead #5—Inf. 

Lead #4 to Lead #5—2 ohms to 5 11 ohms plus lead 
resistance depending on position of contact on 
potentiometer, meter accuracy, and lead length. 

The resistance of each lead of #20 five conductor cable is 
approximately 1 ohm per 100 feet. 


Example: 

Checking a rotor installed with 75 feet of #20 wire, 
the following readings should be obtained: 

Lead #1 to Lead #2—Approximately 2.5 ohms plus 
1.5 ohms (2 leads @ .75 ohms each) 4 ohms 
Lead #1 to Lead #3—Approximately 2.5 ohms plus 
1.5 ohms (2 leads @ .75 ohms each) 4 ohms 
Lead #2 to Lead #3—Approximately 5 ohms plus 1.5 
ohms (2 leads @ .75 ohms each) 6.5 ohms 


TROUBLE SHOOTING CHART 


TROUBLE 

Rotator fails to operate 
when knob is turned to 
desired direction. 


CAUSE 

If indicator bulb does not light: 

Check 117 volt source. 

Tighten friction spring. (See note 
under “Power-on Checks”). 

Unit may be overheated causing 
the thermostat to open. Wait 
10 to 15 minutes for unit to 
cool and the thermostat closes. 

If indicator light is dim: 

Check gear train for improper 
meshing or slippage. 

Replace motor capacitor (Item 
No. 131). 

Check hook up of five conductor 
cable. 

Check five conductor cable with 
an ohmmeter for shorted or 
open leads. 

// indicator light is bright: 

Check low voltage contacts. 

(Adjust and tighten friction 
spring—(See Figure 67). 

Check for open white or red lead 
to switch assembly. 

Check five conductor lead and 
hook up. 

Replace circuit board. 

If indicator light is very bright or 

burns out. 

Check 24 volt winding of trans¬ 
former (Item No. 121). Re¬ 
place if defective. 

Check black lead to board. 


Rotator turns before Check switch. 

control knob is released. Tighten friction spring (See 

Figure 67). 


CONTROL 

Check continuity of leads, potentiometer, line cord, etc., 
with an ohmmeter. 

Service to circuit board assembly should not be at¬ 
tempted. Defective boards should be disconnected at pin 
connectors and replaced as assemblies. 



Fig. 69. Internal Components—Model C-225 Control Box. 


Rotator turns but indi- Check bulb. Replace with #47 if 

cator light does not defective. 

come “on.” Check for open blue lead from 

transformer. 

Rotator turns to one po- Check hook up of five conductor 
sition and stays there. cable. 

Check for shorted or “open” #4 
and #5 lead in five conductor 
cable. 

Check for open or dirty poten¬ 
tiometer (Item No. 40) in rota¬ 
tor. 

Check for open or dirty poten¬ 
tiometer (Item No. 107) in 
control. 

Replace circuit board. 

Rotator operates slowly Check size and length of five 
or sluggishly. conductor cable. (See Figure 

4). 

Change capacitor (Item No. 131). 

Rotator oscillates back Clean potentiometer. Replace if 
and forth. Light blinks. necessary. 

Check for shorted contacts on 
switch assembly (Item No. 
116 ). 

Replace circuit board. 
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hg. 70. Internal Components—Model C-225 Rotator Unit. Fig. 71. Bottom View of Model C-225 Control Box Showing 

Terminal Strip. 
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Fig. 72. Exploded View of Model C-225 Control Box. 


ROTOR REPAIR PARTS LIST 

ITEM 

1 


NAME 

PART NO. 

ITEM 

Rotor Complete 

9129-R 

8 

Motor & Gear Assy. 

18513-R 


Retaining Ring 

4243-H 

9 

Gear & Pinion 

3373-R 

9A 

Screw, RHM 

3429-Q 

10 

1 1 



1 1 

12 


ROTOR REPAIR PARTS LIST Continued 


NAME 

Part of Item 1—Motor & 
Terminal Assy. 
Terminal Plate Assy. 
Gasket 

Screw, Binding Hd. 

Nut, Hex 
Terminal Cover 


PART NO. 


9132-R 

9157-A 

608-H 

3426-A 

9319-A 
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Fig. 73. Exploded View of Model C-225 Rotator Unit. 
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ROTOR REPAIR PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

17 

Housing, L.H, 

14246-A 

18 

Screw, RHM 

8013-A 

19 

Stop Sli.de 

9082-A 

20 

Worm Assy. 

18073-R 

21 

Spring (Ground) 

9130-A 

22 

Washer, Metal 

2715-H 

23 

Screw, RHM. 

2298-A 

24 

Screw, Self Tapping 

8622-A 

26 

Contact Spring 

9315-A 

27 

Shaft Assy. 

9373-R 

28 

Thrust Washer 

3376-B 

29 

Bearing Collar 

3987-B 

*30 

U-Bolt 

18291-A 

*31 

Mast Clamp 

18292-R 

*32 

Nut, Hex, y 4 x 20 

8100-E 

33 

Nut, Square 

3783-A 

34 

Housing, R. H. 

5454-R 

35 

Set Screw, Sq. Hd. 

3770-A 

36 

Hex Nut 

8100-E 

37 

Clamp Plate 

5456-A 

38 

Screw, RHM 

3429-N 

40 

Potentiometer 

9137-R 

41 

Weathershield (Green) 

3375-G 


* New heavy-duty hardware. When replacing old hardware, order 
complete set; i.e., (2) 18291-A U-bolts, (2) 18292-R mast clamps, 
and (4) 8100-E hex nuts. 


CONTROL BOX REPAIR PARTS LIST 


ITEM NAME 

Control Box Complete 
101 Circuit Board & Component Assy. 


PART NO 

9112-R 

9148-R 


CONTROL BOX REPAIR PARTS LIST Continued 


ITEM 

NAME 

PART NO. 

103 

Bulb #47 

4274-B 

104 

Angle Bracket 

9142-A 

105 

Screw, RHM 

8026-C 

106 

Screw, Hex Hd. Self Tap 

8027-A 

107 

Potentiometer, BKT & Cam Assy. 

9123-R 

109 

Cam Plate Assy. 

9135-R 

110 

Screw, Hex Hd. Self Tap 

8027-B 

111 

Shaft & Hub Assy. 

9115-R 

112 

Slider Plate 

9150-R 

113 

Switch Operator 

9097-A 

114 

Friction Spring 

9111 -A 

116 

Switch Assy. 

18144-R 

117 

Screw, Hex Hd., Self Tap 

8027-E 

118 

Case 

9088-B 

119 

Foot, Rubber 

9121 - A 

120 

Screw, Hex Hd. Mach. 

8026-B 

121 

Transformer Assy. 

9143-R 

122 

Capacitor Clip 

8903-A 

123 

Strain Relief Clamp 

9125-A 

124 

Base Plate—With #128, #126 

9124-R 

125 

Line Cord Assy. 

9133-R 

126 

Terminal Strip Assy. 

9086-R 

128 

Screw-Binding Hd. 

608-H 

129 

Screw, Hex Hd. Self Tap 

8027-A 

131 

Capacitor 

18061-A 

132 

Dial Face 

9089-A 

133 

Screw, Hex Hd. Self Tap 

8027-C 

134 

Retaining Ring 

4243-B 

135 

Hub, Knob 

9094-A 

136 

Screw, Binding Hd. 

608-H 

137 

Control Knob 

9090-A 







CHAPTER 


XI 


MODEL C-225A 


GENERAL INFORMATION 

The Alliance Tenna-Rotor® Model C-225A is an improved 
exact-positioning control. The C-225A employs an inte¬ 
grated-circuit control circuit combined with a completely 
resistive electric bridge circuit for direction selection. A 
direct-current bridge circuit increases the immunity of the 
unit to stray from magnetic fields. 

The control of this unit is operated by turning the control 
knob to the desired direction. The rotor then automatically 
rotates the antenna to that position. A small red light in the 
lower left-hand corner indicates the antenna is moving. The 
red light goes “out” when the antenna reaches the pre¬ 
selected position. 

The Model C-225A uses the same rotor as the C-225 and 
can be identified by the green weathershield. 

NOTE: 

For location of parts in the control, see Figs. 74, 75, and 


which is normally at the mid-point of the power supply, 
moves toward B— and current flows through the LV relay 
coil and at the same time through the HV relay coil and the 
470 ohm resistor (Item #101-6) to B+ and both relays be¬ 
come energized. When pin 4 of the IC becomes negative, 
the output of the IC moves toward B-f- and current flows 
from B— through the 470 ohm resistor (Item #101-7) and 
HV relay coil to B-K The LV relay coil is by-passed in this 
manner; therefore, only the HV relay is energized. 

Assume that the antenna is oriented to the east and the 
control knob (Item #137) is rotated clockwise to the south 
direction. This movement of the knob closes the normally 
open switch assembly contacts SI-1 and SI-4 by means of 
the lost motion of the switch operator (Item # 113, Fig. 78). 
This lost motion is approximately one degree which is just 
sufficient to actuate the switch assembly contacts before the 
control box potentiometer is moved. 

The closing of the switch assembly contacts SI-2 and SI-3 
energizes the transformer primary and applies power to the 
circuit. The opening of switch assembly contacts SI-1 and 
SI-4 prevents the motor from running. The clockwise rota¬ 
tion of the control potentiometer increases its resistance, pin 
4 of the IC moves positive, and both the HV and the LV 
relays are energized. When the HV relay energizes, its con¬ 
tacts 8 and 9 close across switch assembly contacts SI-2 and 
SI-3. When the control knob is released after the desired 
direction is reached, contacts 8 and 9 will keep the primary 
circuit energized. When the LV relay energizes, LV relay 
contacts 1 and 2 close and switch assembly contacts SI-1 and 
SI-4 will also close, establishing a circuit directly to motor 
winding A with leading current supplied through the motor 
shunt capacitor (Item # 131) to motor winding B. The motor 
will run in a clockwise direction to rotate the antenna to the 
pre-selected south position. As the rotor moves, the resist¬ 
ance of the rotor potentiometer (Item #40) is decreased. 
Rebalance of the bridge occurs when the total resistance of 
both potentiometers equal the 511 ohm resistor (Item 



Fig. 74. Control Box—Model C-225A. 


CIRCUIT DESCRIPTION 

The operation of the C-225A Tenna-Rotor can be readily 
understood by referring to Fig. 77. This partial schematic 
shows the four legs of the bridge circuit along with the 
integrated circuit (Item #101-8) and relays. The sche¬ 
matic shows pin 5, non-inverting input of the IC, tied to a 
mid-reference point of the power supply which is established 
by the two 12.IK ohm resistors (Item #101-4 and #101-5). 
The inverting input, pin 4 of the IC, is tied to the junction 
of the 51 1 ohm resistor (Item #101-3) and the control po¬ 
tentiometer (Item #107). If the control potentiometer is 
rotated clockwise, its resistance is increased and pin 4 of 
the IC becomes positive with respect to pin 5. If the control 
potentiometer is rotated counterclockwise, its resistance de¬ 
creases and pin 4 becomes negative with respect to pin 5. 
When pin 4 becomes positive, the output of the IC (pin 10) 


Fig. 7 5. Internal Components—Model C-225 A Control Box. 
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Fig. 76. Bottom View of Model C-225A Control Box. 


#102-3). At this point, pin 4 of the IC is at the same poten¬ 
tial as pin 5; the output of the IC returns to the mid-point 
of the power supply and the HV relay de-energizes opening 
the HV relay contacts 8 and 9 which removes power from 
the circuit. 

Now assume that the antenna is oriented to the south and 
the control knob is returned to the east position. The coun¬ 
terclockwise rotation of the knob decreases the resistance 
of the control potentiometer and pin 4 of the IC becomes 
negative with respect to pin 5. The output of the IC swings 
positive energizing the HV relay. 



Fig. 77. Bridge Circuit Used in Model C-225A. 


The LV relay has not been energized in this manner, so 
the LV relay contact blade will remain at terminal 3. When 
the control knob is released, switch assembly contacts SI-1 
and SI-4 will establish a circuit directly to motor winding 
B with the leading current supplied through the motor capac¬ 
itor (Item #131) to motor winding A. The motor will run 
in a counterclockwise direction to rotate the antenna to the 
pre-selected east position. As the rotor moves, the resistance 
of the rotor potentiometer (Item #40) is increased. Re¬ 
balance of the bridge circuit is reached; the output of the 
IC returns to the mid-point of the power supply, and the 
HV relay de-energizes opening the HV relay contacts 8 and 
9 and removes power from the circuit. 


SERVICING PROCEDURE 

Power-Off Checks (with line cord disconnected from AC 
Source) 

1. Be sure that the five-conductor cable is connected to 
the proper terminals. Terminal 1 of the rotor should be 
connected to terminal 1 of the control box and so on with 
numbers 2, 3, 4 and 5. 


2. Hollow shaft assembly (Item #27, Fig. 73, Chapter 
X) must have “play.” 

3. Viewing the switch assembly (Item 116, Fig. 75) from 
the rear, switch contacts SI-1 and SI-4 should be closed and 
primary input contacts SI-2 and SI-3 should be open and 
have approximately Via inch clearance. 

Power-On Checks 

1. Line voltage should be approximately 117 VAC. 

2. Turn the control knob (Item #137, Fig. 74) to the 
extreme clockwise stop. The rotor must turn to the extreme 
clockwise stop and the light must turn off when the rotor 
reaches the stop. 

3. Turn the control knob to the extreme counterclockwise 
stop. The rotor must turn to the extreme counterclockwise 
stop and the light must go out. 

4. Switch assembly contacts SI-2 and SI-3 should make 
solid contact and SI-1 and SI-4 should be open while the 
knob is being turned. 

NOTE: 

If the light comes on bright, but the rotor does not turn 
when the knob is released, or, if the unit operates intermit¬ 
tently, tighten the friction spring one notch (see Fig. 67, 
Chapter X). 

CONTROL 

Check continuity of leads, potentiometer, line cord, etc., 
with an ohmmeter. 

Service to circuit board assembly should not be attempted. 
Defective boards should be disconnected at pin connectors 
and replaced as assemblies. 


TROUBLE SHOOTING CHART 


TROUBLE 

Rotor fails to operate 
when knob is turned to 
desired direction. 


CAUSE 

If indicator bulb does not light: 

Check 117 volt source. 

Tighten friction spring. (See note 
under “Power-on Checks.”) 

Unit may be overheated causing 
the thermostat to open. Wait 
10 to 15 minutes for unit to 
cool and the thermostat closed. 

If indicator light is dim: 

Check gear train for improper 
meshing or slippage. 

Replace motor capacitor (Item 
#131). 

Check hook-up of five-conductor 
cable. 

Check five-conductor cable with 
an ohmmeter for shorted or 
open leads. 

If indicator light is bright: 

Check low voltage contacts. 
(Adjust and tighten friction 
spring—see Fig. 67, Chapter 
X.) 

Check for open white or red lead 
to switch assembly. 

Check five conductor lead and 
hook-up 

Replace circuit board. 


Rotor turns before con- Check switch (see Service Pro- 
trol knob is released. cedure). 

Tighten friction spring (see Fig. 
67, Chapter X). 
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Fig. 78. Typical Wiring Diagram—Model C-225A. 
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Fig. 79. Exploded View of Model C-225A Control Box. 


TROUBLE SHOOTING" CHART Continued 


CONTROL BOX REPAIR PARTS LIST 


TROUBLE 


CAUSE 


Rotor turns but indica¬ 
tor light does not come 
on. 


Check bulb. Replace with #47 
bulb if defective. 

Check for open blue lead from 
transformer. 


Rotor will not make a Check hook-up of five-conductor 
full rotation. cable. 

Check for shorted or “open” #4 
and #5 lead in five-conductor 
cable. 

Check for open or dirty poten¬ 
tiometer (Item #40) in rotor. 

Check for open or dirty poten¬ 
tiometer (Item #107) in con¬ 
trol. 

Replace circuit boards. 


Rotor operates slowly Check size and length of five- 
or sluggishly. conductor cable (see Fig. 4). 

Change capacitor (Item #131, 
Fig. 75). 


ROTOR 

The Model C-225A uses the same rotor as the Model C-225. 
A resistance check chart, rotor parts list, and an exploded 
view of the rotor may be found in Chapter X. 

For location of components of C-225A control, see Fig. 
74, 75 and 76. 


ITEM 

NAME 

PART NO. 


Control Box Complete 

18771-R 

101 

Circuit Board & Component Assy. 

18776-R 

103 

Bulb #47 

4274-B 

104 

Angle Bracket 

9142-A 

105 

Screw, RHM 

8026-C 

106 

Screw, Hex Hd. Self Tap 

8027-A 

107 

Potentiometer, BKT & Cam Assy. 

9123-R 

109 

Cam Plate Assy. 

9135-R 

110 

Screw, Hex Hd. Self Tap 

8027-B 

111 

Shaft & Hub Assy. 

9115-R 

112 

Slider Plate 

9150-R 

113 

Switch Operator 

9097-A 

114 

Friction Spring 

9111-A 

116 

Switch Assy. 

18144-R 

117 

Screw, Hex Hd. Self Tap 

8027-E 

118 

Case 

9088-B 

119 

Foot, Rubber 

9121-A 

120 

Screw, Hex Hd. Mach. 

8026-B 

121 

Transformer Assy. 

18764-R 

122 

Capacitor Clip 

8903-A 

123 

Strain Relief Clamp 

9125-A 

124 

Base Plate—with #128, #126 

9124-R 

125 

Line Cord Assy. 

9133-R 

126 

Terminal Strip Assy. 

9086-R 

128 

Screw-Binding Hd. 

608-H 

129 

Screw, Hex Hd. Self Tap 

8027-A 

131 

Capacitor 

18061-A 

132 

Dial Face 

9089-A 

133 

Screw, Hex Hd. Self Tap 

8027-C 

134 

Retaining Ring 

4243-B 

135 

Hub, Knob 

9094-A 

136 

Screw, Binding Hd. 

608-H 

137 

Control Knob 

9090-A 


